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Modular contactors for installation into distribution boards
Bistable switches RBS

Miniature and motor contactors,

auxiliary contactors and overload relays

Motor protective circuit breakers

Technical data

*Capacitor duty contactors are in the CP chapter, see page 378
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Modular contactors for installation into distribution boards

Modular contactors for installation into distribution
boards

Modular contactor for installation into distribution board

Description
Modular contactors are used for installation in consumer units in dwellings, business premises, hotels, hospitals, shop-
ping centres, sport centers, production halls, warehouses etc.

They are used for remote switching and automatic control of electric devices and equipment, such as:
H lightning

M all types of pumps

M air-conditioning

B electric heating

B single-phase and three-phase motors

They excel in silent operation, long mechanical life time and high quality.

The contactors are designed for mounting on 35 mm mounting rail in accordance with the EN 60715 standard and they
can be leaded by means of lead covers. The auxiliary contact block is available for signalization and ventilation module
is available for preventing exceeded heating when contactors are used side-by-side.

All contactors have degree of protection IP20.

Besides the basic AC controlled types R20, R25, R40 and R63, types with increased silent operation RD20, RD25, RD40
and RD63 are available. Due to DC magnet and rectifier enable DC and AC voltage control. Surge arrestor is built in for
over voltage protection.

Types R20-R, RD20-R, R25-R and RD25-R are upgraded versions of basic types of modular contactors. Besides basic
functions they enable manual control with a handle.

Description of the handle positions:

M A: the contactor functions as an installation contactor without manual control

B O: permanently OFF

B [: manual shifting the handle from position A to I causes the contactor to close; when control voltage is applied, the
handle is automatically set to position A.

Types RD20-R and RD25-R are provided with a varistor for over voltage protection and a rectifier, which enables con-
trol with AC and DC voltage.

Contactors with manual control enable:
B switching depending on tariff (selection of the most convenient tariff)

B switching when control voltage is not applied

Technical specifications according to:
EN60947-4-1; EN60947-5-1; VDE 0660, IEC 947-4-1; IEC 947-5-1
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Modular contactors for installation into distribution boards - type R
Advantages

-> Contactors RD series are universal
power supply AC/DC with built-in var-
istor surge protection. RD contactors
u produce less noise (DC coil inside)

0V AL
5060 Hy

e B D)
E H 20VoC A2 9 J J:’S\ﬁ-‘-]

B B9 s

-> Special terminals provide reliable
connection with cables.

- Contactors series R-R have operating l
mode switch: -
- Automatic mode (normal operation
with control circuit-coil)
- Manual mode (0 - permanently open, i . &,

-
I - constantl . 2
y closed) .. : 9 [ A2 . Q
In manual mode constantly close 4 6  g(14) "
operation | presence of voltage on
control circuit-coil returns contactor in
automatic mode operation.

-> Silver contacts provide the best
conductivity and lowest contact
resistance

- Spring loaded contacts to reduce bouncing

effect and prolong contact life time

ETI

- |

- Spring-loaded latch ensures reli-
able mounting on DIN rail TH 35

2 4w
6 \
v H4)] -
- Contact status can be

monitored visually or remote
by auxiliary contacts

alLi

-> Specially designed mechanism
consisting of two movable cores
significantly reduces the noise level
at switching
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Modular contactors for installation into distribution boards - type R

R 25-10-24V 002463507 A1 I 130 12
A2 _\12

(R25-10-230V 002463500 130 12

R20-20230V 002461210 Ml 130 12
R20-2024V 002461211 wl 2| 4 130 12
R20-11230V 002461220 M Al R?% 130 12
R20-1124V 002461221 nl 2| e 130 12
- 002461230 & & FS? 130 12
002461231 2l r2l e 130 12

R25-20-24V 002463501 NG 130 12
R25-20230V 002463502 EE"T;‘L 130 12
R25-1124V 002463503 E:ﬁ__u_ Ra 130 12
R25-11230V 002463504 = Tk 130 12
- 002463505 A1 [R1|R3 130 12
002463506 EE_ R_Z_kRA 130 12

) Al 13
DBV o #3 X 130 10/80
Al da

R63-20230V 002463482 SERERE 240 6/60
R63-2024V 002463483 E;'z_st_\: 240 6/60
R63-11230V 002463484 Al = 240 6/60

002463485 nl 2] e 240 6/60

Al

R25-40230V 002462310 U 6
R25-4024V 002462311 wl 2l 4l 6l slaa 220 6
R25-31230V 002462320 “HF U 220 6
R25-3124V 002462321  nal 2) ) o) relon 20 6
R25-13230V 002462330 Al R LRsL, 7109 220 6
R25-1324V 002462331 a2l r2l ral rel slaa 220 6
R25-22230V 002462340 AHF: I_‘f_?_“_ ?_7 I 20 6
R25-2224V 002462341 ml 21 ral rel s 220 6
- 002462350 AHF'M' ?_’“_ ?_Ri ?_Rj? 20 6

002462351 a2l r2l ral rel rs 220 6

: Al 1387
ROIAOZOV #3 31 ﬁ 24 5/40
Ao Al 24lole
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Modular contactors for installation into distribution boards - type R

| ®-
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R40-40230V 002463410 Mp A Al sl Al 360

4 R40-40 40A

R40-4024V 002463411  aal 21 4) o) slaa 360 4 ey
R40-31230V 002463420 AHF 0 30 0 &= 360 4 \\ J
RAO-3124V 002463421 T 2) o) o) msloo 360 4 5 al 2l dl ol 5
R40-22230V 002463430 AHF: I_R_z_?_ﬂs_ ?_7 [ 360 4 f -
R40-2224V 002463431 A2 z\ ral Rre s\ 360 4 -~ il

002463440 AHF_RL o ?_RS_ ?_"j? 360 4 9.,&’. 8
- 002463441 a2l ol wal sel re 360 . L2 6 gy

. G _ :
R63-40230V 002463450 A il 31 51 7103 360 4 = ‘
R63-4024V 002463451  al 2) 41 ) slaa 360 4 e 63A
R63-31230V 002463460 AL\l 3l sl w7y 360 4 A1) 387
e G ]
R63-3124V 002463461  wl 2) o) o) mlon 360 4 E AANIR
R63-22230V 002463470 AHFH "3?“? Al 360 4 20y
=X--=f--f- 240v L]
R63-2224V 002463471 A2 z\ﬁ ral Re s\ 360 4 S0z
002463480 AHl:I—RL = ?_Ri ?_Rj? 360 4 .“"'. gt | !
002463481 wal ol wal wof s 360 4 ol i @, o

9, |
=n
=

1

31 143 @J

“ 002461101 —H 2% 3 it
321 lag Rt .’i&

4

*Not available for 1 modules size R contactors, only for 2 and above! ! {
“r
E ,? 1
B I ﬂ |
bl
¥ I' !
P

P721 002461110 R25 (4p) 2 10

P60 002461120 R40...,R63... 3 10

PO 002461130 R20-R63 12 10

(e . A
Distance piece

Distance piece is used where ambient temperature is
higher than 40°C. Piece width is 1/2 module (8,8 mm)

Max 3 contactors can be side by side - use of
distance piece is highly recommended.

-
\§

Technical dataonpage 291 239



ETI

L
"

>

[1/]
d |

B
8
>

§g¢
Rak
=i}z

A

v

n
=
o~

Modular contactors for installation into distribution boards - type RD, R...R, RD...R

RD 20-10-230V AC/DC 002464000 A1), |1

RD 20-10-24V AC/DC 002464001 E:g“_\z

RD 20-01-230V AC/DC 002464002 A1G) [RY 0 0
RD 20-01-24V AC/DC 002464003 E:EIZ}T -k‘z

RD20-20-230VAC/DC 002464004 o1t 1o
RD20-20-24VAC/DC 002464005 E::IAZ(-))TZ_\'a
RD20-11-230VAC/DC 002464006 o
E:}_\IT"? 130 10
RD20-11-24VAC/DC 002464007 % 2 [;

002464008 I -F“ -
002464009 A2() [R2 [Ra

Take care of dissipated heat by: < 40 °Cmax. 3 modules side by side
40 - 55 °Cmax. 2 modules side by side.
For more contactors together, use distance piece IKV

RD25-40-230VAC/DC 002464010 E5£+) I3 18 17

RD 25-40-24V AC/DC 002464011 ”‘-;\12 \T“AT"_\B
RD25-31-230VAC/DC 002464012 M B s R

RD 25-31-24V AC/DC 002464013 EEﬁﬁT\?_kw o ;
RD25-22-230VAC/DC 002464014 M1 R [RS.[7
RD25-22-24VAC/DC 002464015 Ell?z?)_\fz_ %_?Et?\s
RD25-04-230VAC/DC 002464016

E:ﬁw ?T Fs R5 _?v
002464017 A2() |r2 |r4 |Re [r8
Take care of dissipated heat by: < 40 °C max. 3 modules side by side

40 - 55 °Cmax. 2 modules side by side.
For more contactors together, use distance piece KV

RD 40-40-230V AC/DC 002464018

ORI EREN K
RDA0-40-24VACDC 002464019 E:A]z%\{z_\]% %e_\la
RD4031-30VACDC 002464020 el P B [

RD40-31-24VACDC 002464021 E;ﬁﬁ:_\\?_hs 0 .
RD 40-22-230V AC/DC 002464022 A1) 1 |R3 RS, |7
RD40-22-24VAC/DC 002464023 E‘Ez(')'\f{ %_?Eé\s
RD40-04230VACDC 002464024 .
Dok s T e T o

Take care of dissipated heat by: < 40 °Cmax. 3 modules side by side
40 - 55 °Cmax. 2 modules side by side.
For more contactors together, use distance piece IKV

RD63-40-230VAUDC 002464026 Etﬁ(—” G
RD63-40-24VACDC 002464027 =17 Ve e
RD63-31-230VACDC 002464028 el B0 5
RDGI3120VACDC 002464029 Azﬁﬂ;_\_;_kw 0 ’
RD63-22-230VAC/DC 002464030 el [RS [B5.17

002464031 EEZ)_ \Tz_'?r@_?ﬁﬁs

Take care of dissipated heat by: < 40 °Cmax. 3 modules side by side
40 - 55 °Cmax. 2 modules side by side.
For more contactors together, use distance piece IKV

Technical data on page 294
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Modular contactors for installation into distribution boards - type RD, R...R, RD...R

R20-10-R-230V AC 002464032
R 20-10-R-24V AC 002464033 A1), 11
RD20-10-R-230VAC/DC 002464034 Ellgz-(o
RD 20-10-R-24V AC/DC 002464035
R 20-01-R-230V AC 002464036 0 " :
R20-01-R-24V AC 002464037 ) [R1 w,
RD20-01-R-230VAC/DC 002464038 E:;! '?2 3 é? A |
RD 20-01-R-24V AC/DC 002464039 -
2-pole, ON-OFF - AUTO, T module (17,5 mm), 20A (ACT, 230V) 5 -

B_u_'ﬂj

R20-20-R-230V AC 002464040
R20-20-R-24V AC 002464041 I:Ilﬁ(_") I
RD 20-20-R-230V AC/DC 002464042

RD 20-20-R-24V AC/DC 002464043

»

& |

20 >a——2
-

g
28
%

R20-11-R-230V AC 002464044
» I

R20-11-R-24V AC 002464045 A1(+) |1
RD 20-11-R-230V AC/DC 002464046 I::;'Z- I -k?4 10 B - § -
RD 20-11-R-24V AC/DC 002464047 = :
R 20-02-R-230V AC 002464048
R20-02-R-24V AC 002464049 +)

002464050 I:Ilj- % -?

002464051

Take care of dissipated heat by: < 40 °Cmax. 3 modules side by side
40 - 55 °Cmax. 2 modules side by side.

For more contactors together, use distance piece IKV

R25-40-R-230V AC 002464052 -

L
R25-40-R-24V AC 002464053 : RGN EINGN 2 . X ;
RD25-40-R-230VAC/DC 002464054 )A\ \TAT_\ 1 3@, 5 7(13), 6"

RD 25-40-R-24V AC/DC 002464055
R25-31-R-230V AC 002464056 =

R25-31-R-24V AC 002464057 I:::Im I s _?v : P
RD25-31-R2BOVACDC 002464058 AR i
RD25-31-R-24VACDC 002464059 B0 x e e

240 5 “I‘::}g“} 3_ |3y
R25-22-R-230V AC 002464060 L2 dd g

R

R25-22-R-24V AC 002464061 A1(+) |1 _? ?_5 |7 125 A ‘
RD25-22-R-230VACDC 002464062 : e 6 46 gq
RD25-2-R24VAC/DC 002464063 a ‘

R 25-04-R-230V AC 002464064

R 25-04-R-24V AC 002464065 )
002464066 E:;g -?;2 ?- % -?R&
Take care of dissipated heat by: < 40 °C max. 3 modules side by side

40 - 55 °Cmax. 2 modules side by side.
For more contactors together, use distance piece IKV

Technical dataonpage 296 241
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Modular contactors for installation into distribution boards - type RD, R...R, RD...R

113,123

RN-20 002464068 )T 30 1
14 |24
1 [21

RN-02 002464069 -?--? 30 1
12 |22
113 |21

002464070 \T--? 30 1
14 |22

*The auxiliary switch should not be applied in combination with RD20 and RD20-R.

SQ20 002464071 RD 20, R20..R 3 2

002464072 RD 25,R25..R 4 2
002464073 RD 40, RD 60 5 2

242 Technical data on page 298




Bistable switches RBS

Bistable Switch RBS
Description ADVANCED OPERATION:
B Impulse control
REMOTE SWITCHING B Manual control
AND AUTOMATIC CONTROL:
B Lightning OTHER BENEFITS:
B Electric heating B Small switch on coil consumption
B Electric motors B No hold coil consumtion
B Electric equipment B Wide application
B Mounting on 35 mm rail
B Sealing terminal covers

RBS220-10-230V AC 002464100

) °‘,l

| A1 A2 130
\
002464112 ] I
T .

' 1
eo |
= IS !

N
g |
:
]
T, )
t: §n 1
RBS225-10-230V AC 002464101 LR 2
|1 A1 |A2 130 8 o ,‘
\ I 1 CE i
002464113 ] ~ a0
2 130 8

RBS232-10-230V AC 002464102

I INTY] 130 8
e

002464114 ]
2 130 8

Technical dataonpage 306 243
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Bistable switches RBS

-20- 002464103
RBS220-20-230V AC R e - ;
AN T
RBS220-20-24V AC 002464115 ] ]
2 la 130 8
T 002464106
RBS220-11-230V AC . |73 A - ;
\ I
RBS220-11-24V AC 002464118 ] (
2 la 130 8
RBS220-1C-230V AC 002464109 s % .
el
002464121 ] (
2 14 130 8

RBS225-20-230V AC 002464104
|1 |3 A1 |A2 130 8
AN T
RBS225-20-24V AC 002464116 ] ]
2 4 130 8
e 002464107
RBS225-11-230V AC . |73 . - ;
\ I
RBS225-11-24V AC 002464119 ] (
2 la 130 8
RBS225-1C-230V AC 002464110 s - ;
el
002464122 ] (
2 la 130 8

RBS232-20-230V AC 002464105
|1 |3 A1 |A2 130 8
AN T
RBS232-20-24V AC 002464117 ] ]
2 14 130 8
- 002464108
RBS232-11-230V AC . B o - ;
\ I
RBS232-11-24V AC 002464120 ] (
2 la 130 8
RBS232-1C-230V AC 002464111 s - ;
el
002464123 ] (
2 l4 130 8

[ ]

244
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Bistable switches RBS

RBS420-21-230V AC 002464127
WE I: A1 [A2 200 1
AN T
RBS420-21-24V AC 002464145 (
2 14 l6 200 4
RBS420-30-230V AC 002464130
'] P A1 A2 200 4
AN T
002464148 ] ] ]
2 14 ls 200 4

RBS425-21-230V AC

002464128

RBS425-21-24V AC

002464146 ] ] (

200 4
RBS425-30-230V AC 002464131
|1 |3 |5 A1 |A2 200 4
AV T
002464149 ] ] ]
2 14 le 200 4

RBS432-21-230V AC

002464129

\| \| |7

RBS432-21-24V AC

002464147 ] ] (
6

]

2 la 200 4
RBS432-30-230V AC 002464132
TEP A1 |A2 200 4
AV T
002464150 ] ] ]
2 14 ls 200 4
RBS420-40-230V AC 002464124
PR PR 200 4
AN W WA\ I
RBS420-40-24V AC 002464142 ] ] ] ]
2 14 ls ls 200 4
RBS420-31-230V AC 002464133
' PP |-7/ A1 A2 200 4
AN I
RBS420-31-24V AC 002464151 ] ] ] (
2 14 l6 I8 200 4
RBS420-22-230V AC 002464136 s
| |7| |7 200 4
A I
RBS420-22-24V AC 002464154 ] ( ] (
2 la ls I8 200 4

ETI

——
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Bistable switches RBS

RBS425-40-230V AC 002464125
|1 |3 |5 |7 A1 |A2 200 4
AN W WA\ T
RBS425-40-24V AC 002464143 ] ] ] ]
2 14 l6 I8 200 4
RBS425-31-230V AC 002464134 s e 0 .
IEEL
T
RBS425-31-24V AC 002464152 ] ] ] ( 0 .
8
RBS425-22-230V AC 002464137 0 .
RBS425-22-24V AC 002464155 0 .

RBS432-40-230V AC 002464126
" [P
AN W WA\ I
RBS432-40-24V AC 002464144 ] ] ] ]
2 14 le I8 200 4
RBS432-31-230V AC 002464135 s e
| | | |7 200 4
T
RBS432-31-24V AC 002464153 ] ] ] (8 0 .
RBS432-22-230V AC 002464138 0 .
RBS432-22-24V AC 002464156 0 .

SC 002464160

3

2

*Size of one module - for covering 2-module sized RBS two pcs are needed, one

for each side

246
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Miniature and motor contactors, auxiliary contactors and overload relays

Miniature and motor contactors, auxiliary contactors and
overload relays

Advantages

-> Contactors CEl series (kit) with
mechanical interlock - solution for g e
Reversing the motor or implementa- li ) 9 0
-
- -

m tion of schemes star delta

-

- Special socket for RC noise filters
(surge supressors)

-> Miniature contactors CEC have
possibility to be mounted on printed
circuit board with special connection

module.

- Additional time delay
relays mounted on side of
contactor

- Mechanical interlock assures also
mounting of auxiliary contacts

-> Overload protection relays
(bimetal)

-> Front mounted auxiliary contact block

247
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Miniature and motor contactors, auxiliary contactors and overload relays

Miniature and auxiliary contactor CE, CAE, CEI7

Application:

Miniature contactors are used to remotely control and protect (in combination with overload relays) electric motors and
other electric loads with nominal power up to 7,5kW (at 400V AC3 duty), and auxiliary contactors are used for realizing
a wide range of control circuits.

Advantages:

B Mounting on DIN rail and mounting plates

B Small size and high technical performance

B Low power loss (current heat loss)

B Protection against direct contact from front (IEC 536) IP20

B Wide range of accessories

M Surge suppressor (as option)

M Reversing starter with mechanical interlock

H Control voltage 24VAC, 48VAC, 110VAC, 230VAC, 400VAC

Miniature contactor CE07, 16 A (AC1), 7A, 3 kW (AC3)

CE07.10-24V-50/60Hz 004641020

CE07.10-48V-50/60Hz 064021 Ly s s

CE07.10-110V-50/60Hz 004641022 %_\Z_\Tfﬁeﬂ\m 130 1
CE07.10-230V-50/60Hz 004641023

CE07.10-400V-50/60Hz 004641024

CEO7.01-24V-50/60Hz 004641010

CEO7.01-48V-50/60Hz 00Ty 1 s

CE07.01-110V-50/60Hz 004641012 EE"E’\T‘];“L 130 1
CE07.01-230V-50/60Hz 004641013

CEO7.01-400V-50/60Hz 004641014

Miniature contactor relay CAEO; 6A (AC15, 230V)

CAE04.22-230V-50/60Hz 004641343 A1 1321 31 ]43
CAE04.22-24V-50/60Hz 004641340 EE"\TJ_??;%{\M
CAE04.31-230V-50/60Hz 004641363 A1 |13 [ [33 |43
CAE04.31-24V-50/60Hz 004641360 El‘;'z"\ﬁ_?zﬁ?ﬁ‘m - :
CAE04.13-230V-50/60Hz 004641353 A1 (|13 [21 31 Lot
CAE04.13-24V-50/60Hz 004641350 TRz 14 [22 [32 [a2
CAE04.40-230V-50/60Hz 004641383 a1 |13 |23 |33 43
CAEO4.40-24V-50/60Hz 004641380 E:;I_AWEI\TJSTM

248 Technical data on page 319
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Miniature and motor contactors, auxiliary contactors and overload relays

CEI7.10-24V-50/60Hz 004641620
CEI7.10-48V-50/60Hz 004641621 = WK

CEI7.10-110V-50/60Hz 004641622
-230V- 004641623 =
004641624

CEI7.01-24V-50/60Hz 004641610

CEI7.01-48V-50/60Hz 004641611 S KK KL/‘ = 7T EL/
CEI7.01-110V-50/60Hz 004641612 W W W ( W W W ( 250 1
E17.01-230V- Hz 004641613 = R = SR
004641614
RCEO1 004641701 24-48VAC CE07, CEI07 14 1
RCE06 004641702 110-220 VAC CE07, CElO7 14 1

RCEIO 004641703 380-400VAC CE07, CEI07 14 1

Technical data on page 319 249
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Miniature and motor contactors, auxiliary contactors and overload relays

Miniature and auxiliary contactor CEC

Application:

Miniature contactors are used to remotely control and protect (in combination with overload relays) electric motors and
other electric loads with nominal power up to 7,5kW (at 400V AC3 duty), and auxiliary contactors are used for realizing
a wide range of control circuits.

Advantages:

B Mounting on DIN rail and mounting plates

B Small size and high technical performance

B Low power loss (current heat loss)

M Protection against direct contact from front (IEC 536) IP20

B Wide range of accessories

B Surge suppressor (as option)

B Reversing starter with mechanical interlock

B Control voltage 24VAC, 48VAC, 110VAC, 230VAC, 400VAC, 24 VDC, 48 VDC, 110 VDC, 220 VDC

Example of CEC configuration:

250
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Miniature and motor contactors, auxiliary contactors and overload relays

1 - Mini contactor
2 - Auxiliary frontal contacts block
RCCE 7

o RCCE  / VRCE

3 - Mechanical interlock block VRCE DICE
4 - Surge suppressor blocks

5 -Timer

251
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Miniature and motor contactors, auxiliary contactors and overload relays

Miniature contactors CEC07; 18A(AC1); 7A,3kW(AC3 400V)

CEC07.10-24V-50/60Hz 004641050
CEC07.10-42V-50/60Hz 004641051
CEC07.10-48V-50/60Hz 004641052
CEC07.10-110V-50/60Hz 004641053
CEC07.10-230V-50/60Hz 004641054
CEC07.10-400V-50/60Hz 004641055
CEC07.10-24VDC 004641100
CEC07.10-48VDC 004641130
CEC07.10-110VDC 004641131
(EC07.10-220VDC 004641132
CEC07.01-24V-50/60Hz 004641056
CEC07.01-42V-50/60Hz 004641057
CEC07.01-48V-50/60Hz 004641058
CEC07.01-110V-50/60Hz 004641059
CEC07.01-230V-50/60Hz 004641060
CEC07.01-400V-50/60Hz 004641061
CEC07.01-24VDC 004641101
(CEC07.01-48VDC 004641133
CEC07.01-110VDC 004641134
CEC07.01-220VDC 004641135

Miniature contactors CEC09; 20A(AC1); 9A,4kW(AC3, 400V)

T

T

CEC09.10-24V-50/60Hz 004641062
CEC09.10-42V-50/60Hz 004641063
CEC09.10-48V-50/60Hz 004641064
CEC09.10-110V-50/60Hz 004641065
CEC09.10-230V-50/60Hz 004641066 A1 (1 (3 \[5 \I13
CEC09.10-400V-50/60Hz 004641067 E;'Z"\TJ\TI NV
CEC09.10-24VDC 004641102
CEC09.10-48VDC 004641136
CEC09.10-110VDC 004641137
CEC09.10-220VDC 004641138
CEC09.01-24V-50/60Hz 004641068
CEC09.01-42V-50/60Hz 004641069
CEC09.01-48V-50/60Hz 004641070
CEC09.01-110V-50/60Hz 004641071
CEC09.01-230V-50/60Hz 004641072 A1 (11 (B I5 21
CEC09.01-400V-50/60Hz 004641073 TR 2 la o [
CEC09.01-24VDC 004641103
CEC09.01-48VDC 004641139
CEC09.01-110VDC 004641140
CEC09.01-220VDC 004641141

180 1
218 1
180 1
218 1
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Miniature contactors CEC012; 22A(AC1); 12A,5,5kW(AC3 400V)

CECO12.10-24V-50/60Hz 004641074

CECO12.10-42V-50/60Hz 004641075

CECO12.10-48V-50/60Hz 004641076 - 1
CECO12.10-110V-50/60Hz 004641077

CEC012.10-230V-50/60Hz 004641078 AT (It (3 5 |13

CEC012.10-400V-50/60Hz 004641079 E;'z"\Tz_\TI N\

CEC012.10-24VDC 004641104

CEC012.10-48VDC 004641142 s 1
CEC012.10-110VDC 004641143

CEC012.10-220VDC 004641144

CECO12.01-24V-50/60Hz 004641080

CECO12.01-42V-50/60Hz 004641081

CECO12.01-48V-50/60Hz 004641082 0 1
CECO12.01-110V-50/60Hz 004641083

CECO12.01-230V-50/60Hz 004641084 a1 It 3 5 3t

CECO12.01-400V-50/60Hz 004641085 E:Ez}—’jﬂ;—‘];——kz

CEC012.01-24VDC 004641105

CEC012.01-48VDC 004641145 s :
CECO12.01-110VDC 004641146

CEC012.01-220VDC 004641147

Miniature contactors CEC016; 22A(AC1); 16A,7,5kW(AC3 400V)

CEC016.10-24V-50/60Hz 004641086

CEC016.10-42V-50/60Hz 004641087

CEC016.10-48V-50/60Hz 004641088 " :
CEC016.10-110V-50/60Hz 004641089

CEC016.10-230V-50/60Hz 004641090 _la1 1 (I3 5 |13

CEC016.10-400V-50/60Hz 004641091 Ell;'z"‘Tz_\Tf )153114

CEC016.10-24VDC 004641106

CEC016.10-48VDC 004641148 s :
CEC016.10-110VDC 004641149

CEC016.10-220VDC 004641150

CEC016.01-24V-50/60Hz 004641092

CEC016.01-42V-50/60Hz 004641093

CECO16.01-48V-50/60Hz 004641094 5 :
CEC016.01-110V-50/60Hz 004641095

CEC016.01-230V-50/60Hz 004641096 AT T3 521

CEC016.01-400V-50/60Hz 004641097 EE“’E’\T\TG"L

CECO16.01-24VDC 004641107

CECO16.01-48VDC 004641151 " :
CEC016.01-110VDC 004641152

CEC016.01-220VDC 004641153

Technical data on page 319 253

ETICON



ETICON

ETI

254

Miniature and motor contactors, auxiliary contactors and overload relays

Miniature contactor relay CECAO; 10A (AC15, 230V)

CECA0.22-24V-50/60Hz 004641160 a1 |13 |21 [31.]43
CECA0.22-230V-50/60Hz 004642390 EF'{_\TJ_?;_?QZ “
CECA0.31-24V-50/60Hz 004641161 A1 13 [21 ]33, 143
(ECA0.31-230V-50/60Hz 004642391 E:%?“ﬂziﬂ?fm
CECA0.13-24V-50/60Hz 004641162 A1 13 |21 |31 |41
CECAQ.13-230V-50/60Hz 004642392 E:;Iz_ Tftz_ Tlls?kz 180 !
CECA0.40-24V-50/60Hz 004641163 jar j13 |2 [ Jes
(ECAO.40-230V-50/60Hz 004642393 I::;'_)\TszZ\TJ)M
CECAQ.04-24V-50/60Hz 004641164  _Ja1 |1t [21 31 |41
CECA0.04-230V-50/60Hz 004642394 ':E“h;t; Tl's?ktz
CECA.22-24VDC 004646010 a1 |13 |21 [31.]43
CECA0.22-220VDC 004641170 E:;'z" 17?;?52 44
CECA0.31-24VDC 004646011 A1 13 [21 ]33, 143
(ECA0.31-220VDC 004641171 EE"\\?TK_:\&AM
CECA0.13-24VDC 004646012 A1 |13 |21 [31 |41
CECA.13-220VDC 004641172 E:;'z_ Tftz_ Tl‘s?_kz 718 !
CECA0.40-24VDC 004646013 a1 13 j2 [ Je3
CECAD.40-220VDC 004641173 I::;'_)\TszZ\TJ)M
CECA0.04-24VDC 004646014 AT 1 21 31 |4
CECAQ.04-220VDC 004641174 I::%__k_z_tz_ Tl's?ktz

4-pole miniature contactors

LR L I I 14
Eana LI

(ECO7.4P-230V-50/60Hz 004641200
(EC09.4P-230V-50/60Hz 004641201
(EC012.4P-230V-50/60Hz 004641202
(EC016.4P-230V-50/60Hz 004641203
CECO7.4P-24VDC 004641210
CEC09.4P-24VDC 004641211
CEC012.4P-24VDC 004641212
CEC076.4P-24VDC 004641213
CECO7.PR-230V-50/60HZ 004641204
CEC09.PR-230V-50/60HZ 004641205
(EC012.PR-230V-50/60HZ 004641206
CECO16.PR-230V-50/60HZ 004641207 a1 (11 |3 IR1 IR
CECO7.PR-24V-DC 004641214 TRz 12 4 [relre
CEC09.PR-24V-DC 004641215
CECO12.PR-24V-DC 004641216
CECO16.PR-24V-DC 004641217

180 1
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RCCE-1 004641720 12-24V 50/60Hz
RCCE-2 004641721 24-48V 50/60Hz Al
RCCE-3 004641722 48-127V 50/60Hz . ;
RCCE-4 004641723 127-250V 50/60Hz
RCCE-5 004641724 250-380V 50/60Hz A2
RCCE-6 004641725 380-510V 50/60Hz
VRCE-1 004641726 12-48V AC/12-60V DC Al
VRCE-2 004641727 50-127V AC/60-180V DC
VRCE-3 004641728 130-275V AC/180-300V DC E 6 1
VRCE-4 004641729 277-380V AC/300-510V DC A2
VRCE-5 004641730 400-510V AC
Al _
004641731 12-600V DC 2 §| 6 1
A2 -
004643603 15 1
For use with CEC

I 004642720 Lo [ I I | | l
For use with CEC

RE17D-0,4 004641400 0,28-0,4
RE17D-0,63 004641401 0,4-0,63
RE17D-0,8 004641402 0,56-0,8
RE17D-1,2 004641403 0,8-1,2
RE17D-1,8 004641404 1,2-18
RE17D-2,8 004641405 1,8-2,8 o
RE17D-4,0 004641406 2,8-4,0 CECOT6 150 1
RE17D-6,3 004641407 4-6,3
RE17D-8,0 004641408 5,6-8
RE17D-10 004641409 7-10
3 004641410 8-12,5
004641411 10-15
004641412 15-17
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Auxiliary contact blocks

ETICON

|23 |33
EFC0-20 004641520 S
123 |31
EFCO-11 004641521 _\TZ: A
21 |31
EFC0-02 004641522 —t;-hz
ZHO  MNC  gang S0 ——
EFC0-40 004641523 _\T_\T_STA]
24 |34 |aa |54
CECO3 pole 28 1
|23 |31 41 |53
EFC0-22 004641524 ) __?__?r_s\
24 |32 |42 |54
21 |31 |41 |51
EFC0-04 004641525 _?__?._le__?
22 |32 |42 |52
|23 |31 43 |53
EFC0-31 004641526 -31--%2_\]_4;#54
24
EFCO-13 004641527 '31'2_3_?1_%1_'?1
24 |32 |42 |52
|53 |63
EFCA-20 004641530 S
|53 |61
EFCA-11 004641531 —\T&;-ksz
51 |61
EFCA-02 004641532 X
|53 |83 |73 |83
EFCA-40 004641533 _\T_\T_)ﬁ"\
54 |64 |74 |84
o CECAO 2 ]
Hr ﬁ 153 |61 |71 |83
il | EFCA-22 R
e _—l Eﬂﬂ s4 [62 [72 aa
Lee'g S
ST e EFCA-04 004641535 -?--?L- -_?
v 52 |62 |72 |82
- |53 |61 |73 |83
EFCA-31 004641536 ')1;1_?22_\17?\'84
|53 61 |71 |81
EFCA-13 004641537 -ﬁ;‘—tz— 7;—?8 .
|13 |23
EFC4-20 004641540 -31;‘3124
13 |21
EFC4-11 004641541 —\1—1:-?22
11 |21
EFC4-02 004641542 —h;-kz
|13 |23 |33 |43
EFC4-40 004641543 _\T_\Tﬁﬁu
14
CECO 4 pole 28 1
|13 21 |31 |43
EFC4-22 004641544 - 1:-?2—2-?3-2 .
Example of using EFCO and RCCE EFC4-04 004641545 ‘F‘F“FL'F
12 122 |32 |42
113 |21 [33 |43
et ooisss LY,
113 21 31 |41
EFC4-13 004641547 -31;&_?2-2_%3;{12

256
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TOE-3-24-240 004642730 0,3-3 sec
TOE-10-24-240 004642731 1-10'sec
TOE-30-24-240 004642732 3-30sec
TOE-60-24-240 004642733 6-60 sec 24-240V AC/DC 126
TOE-100-24-240 004642734 10-100 sec
TOE-300-24-240 004642735 30-300 sec
TOE-1800-24-240 004642736 180-1800 sec
OFF delay
T0D-3-24-60 004642740 0,3-3 sec
T0D-10-24-60 004642741 1-10 sec
TOD-30-24-60 004642742 3-30sec
TOD-60-24-60 004642743 6-60 sec 24-60V AC/DC 126
TOD-100-24-60 004642744 10-100 sec
TOD-300-24-60 004642745 30-300 sec
TOD-1800-24-60 004642746 180-1800 sec
TOD-3-100-240 004642747 0,3-3 sec
TOD-10-100-240 004642748 1-10 sec
TOD-30-100-240 004642749 3-30sec
TOD-60-100-240 004642750 6-60 sec 110-240V AC/DC 126
TOD-100-100-240 004642751 10-100 sec
TOD-300-100-240 004642752 30-300 sec
004642753 180-1800 sec
004642760 24-48V AC
004642761 3-30sec 110-130V AC 126
004642762 220 - 240V AC

ETI

Technical data on page 321
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Motor contactor CES
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Miniature and motor contactors, auxiliary contactors and overload relays

ETICON CES SERIES

IEC 60947-4-1

Contact reliability

Contactors are used to remotely control and protect (in combination with overload relays)
electric motors and other electric loads with nominal power up to 200kW (at 400V AC3
duty)

Auxiliary contacts

CES 6 to CES 45:

Up to 4 auxiliary contact blocks with 1 NO or 1 NC contact can
be snapped onto the basic units (front).

CES 65 to CES 105:

Maximum 4 auxiliary contact blocks with 1 NO + 1 NC contacts
(lateral) assembled.

When the contactors are energized, the NC contacts open
before the NO contacts close.

CES 65..400 NOT POSSIBLE TO MOUNT ON DIN RAIL

Ordering:
CES 9 . 0 1 - 230V - 50/60Hz
1 2 3 4 5 6

1 - Contactor type

2 - Rated operational current I (AC3)

3 - Number and type NO auxiliary contacts
4 - Number and type NC auxiliary contacts
5 - Coil voltage

6 - Frequency




Miniature and motor contactors, auxiliary contactors and overload relays

Advantages

ETI

- CES 40...105 contactor terminals - Additional EMC filters can be
allow simultaneous connection not installed (CES 140...400 have
only single-stranded and stranded
conductors, but also conductors of
different sections.

already integrated).

- CES 6...45 additional aux.
contact blocks can be installed
on front of device.

- Design allows to mount
contactor on DIN rail TH 35
or directly on panel

- Overload relays (bimetal) - Mechanical interlock can be
tripping class 10 installed between 2 contactors.

- Voltage range controlat 230 V AC:
from 0.85 up to 1.15 x Us in accord-
ance with [EC 60947.

- Additional 2nd aux. contact
block can be installed on each
side of contactor CES65...300.

- Possible to mount overload
relay directly on contactor or DIN
rail TH 35 with mounting adapter

CES-AD-RT

259
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Miniature and motor contactors, auxiliary contactors and overload relays

Motor contactor CES 6; 25A(AC1); 6A/2,2kW(AC3, 400V)

CES 6.10-24V-50/60Hz 004646500 370 1
CES 6.10-110V-50/60Hz 004646503 e 370 1
CES 6.10-230V-50/60Hz 004646501 370 1
CES 6.10-400V-50Hz 004646502 2 Tﬂ \ 370 1
CES 6.10-24V DC 004646504 0,58 1
CES 6.01-24V-50/60Hz 004646505 370 1
CES 6.01-110V-50/60Hz 004646508 MOp 370 1
CES 6.01-230V-50/60Hz 004646506 = 370 1
CES 6.01-400V-50Hz 004646507 2 X jmﬁ 2 370 1
CES 6.01-24V DC 004646509 580 1
CES6 CES 6.10 - Integrated auxiliary contact 1xNO; CES 6.01 - Integrated auxiliary contact 1xNC

Motor contactor CES 9; 25A(AC1); 9A/4kW(AC3, 400V)

CES 9.10-24V-50/60Hz 004646510 370 1
CES 9.10-110V-50/60Hz 004646511 A | | | 370 1
CES 9.10-230V-50/60Hz 004646512 - 370 1
CES 9.10-400V-50Hz 004646513 2 \Vme \14 370 1
CES9.10-24V DC 004646514 580 1
CES 9.01-24V-50/60Hz 004646515 370 1
CES 9.01-110V-50/60Hz 004646516 A1 |1 |3 |5 2t 370 1
(CES 9.01-230V-50/60Hz 004646517 - 370 1
CES 9.01-400V-50Hz 004646518 2 X)me 2 370 1
(69 CES 9.01-24V DC 004646519 580 1

CES 9.10 - Integrated auxiliary contact 1xNO; CES 9.01 - Integrated auxiliary contact 1xXNC

Motor contactor CES 12; 25A(AC1); 12A/5,5kW(AC3, 400V)

CES 12.10-24V-50/60Hz 004646520 370 1
CES 12.10-110V-50/60Hz 004646521 " |1 |3 |5 |13 370 1
CES 12.10-230V-50/60Hz 004646522 370 1
CES 12.10-400V-50Hz 004646523 e \L ‘\6_\14 370 1
CES 12.10-24V DC 004646524 580 1
CES 12.10-42V-50/60Hz 004646525 370 1
CES 12.01-24V-50/60Hz 004646526 370 1
CES 12.01-110V-50/60Hz 004646527 #'7 |1 |3 |5 21 370 1
CES 12.01-230V-50/60Hz 004646528 370 1
S CES 12.01-400V-50Hz 004646529 i 4 |6 |2 370 1
CES 12.01-24V DC 004646530 580 1

CES 12.10 - Integrated auxiliary contact 1xNO; CES 12.01 - Integrated auxiliary contact 1xNC

Motor contactor CES 18; 25A(AC1); 18A/7,5kW(AC3, 400V)

CES 18.10-24V-50/60Hz 004646531 370 1
CES 18.10-110V-50/60Hz 004646532 A1 | | |5 |13 370 1
CES 18.10-230V-50/60Hz 004646533 370 1
(CES 18.10-400V-50Hz 004646534 I ij \ 370 1
CES 18.10-24V DC 004646535 580 1
CES 18.01-24V-50/60Hz 004646536 370 1
CES 18.01-110V-50/60Hz 004646537 Al |1 |3 |5 2t 370 1
CES 18.01-230V-50/60Hz 004646538 - 370 1
CES 18.01-400V-50Hz 004646539 K2 \H@J}e 2 370 1
CES 18 CES 18.01-24V DC 004646540 580 1

CES 18.10 - Integrated auxiliary contact 1xNO; CES 18.01 - Integrated auxiliary contact 1xNC

260 Technical data on page 330



ETI

Miniature and motor contactors, auxiliary contactors and overload relays

CES 25.00-24V-50/60Hz 004646541 410 1
CES 25.00-110V-50/60Hz 004646542 M |1 |3 |5 410 1
CES 25.00-230V-50/60Hz 004646543 410 1
CES 25.00-400V-50Hz 004646544 - TQ )LA\G 410 1
CES 25.00-24V DC 004646545 660 1

004646546 410 1

Auxiliary contacts top or side mounted must be ordered separately

(E525..32
(CES 32.00-24V-50/60Hz 004646547 410 1
CES 32.00-110V-50/60Hz 004646548 A |1 |3 |5 410 1
CES 32.00-230V-50/60Hz 004646549 410 1
(ES 32.00-400V-50Hz 004646550 2 X)ne 410 1
((ES320024VDC 004646551 660 1

Auxiliary contacts top or side mounted must be ordered separately

CES 40.00-24V-50/60Hz 004646552 - |1 |3 |5 670 1
CES 40.00-110V-50/60Hz 004646553 670 1
CES 40.00-230V-50/60Hz 004646554 - Tz )LA\G 670 1

004646555 670 1

Auxiliary contacts top or side mounted must be ordered separately

CES 45.00-24V-50/60 Hz 004646556 640 1
At |1 |3 |5 CES40..45

(CES 45.00-230V-50/60 Hz 004646557 640 1

(CES 45.00-400V-50Hz 004646558 o ije 640 1

004646559 640 1

Auxiliary contacts top or side mounted must be ordered separately

Technical data on page 330 261



ETI

CES 65...105

CES 140

Miniature and motor contactors, auxiliary contactors and overload relays

(CES 65.22-230V-50/60Hz 004646560 .\ \P "\ AN 1625

_._‘I

004646561 el lu le bl [ e 1625
Included side mounted auxiliary contacts 2xNO+2xNC

CES 75.22-24V-50/60 Hz 004646562 M\ \P\\ AN S 9530 1

004646563 T b lu le bl [ lw 2530 1
Included side mounted auxiliary contacts 2xNO-+2xNC

(CES 85.22-24V-50/60 Hz 004646564 Eﬁ\” VTR 2530 1
(CES85.2-230V-50/60Hz 004646565 o o lo hulu [2 le 2530 1

Included side mounted auxiliary contacts 2xNO+2xNC

(CES 105.22-230V-50/60Hz 004646566  _\"\*\"\"T AN 3758 1
004646567 T b lu le bulz [ lw 3758 1
Included side mounted auxiliary contacts 2xNO-+2xNC

ﬂ!

Al [T |3 |5 |13 [ 21,31 |43
CES 140.22-230V-50/60Hz 004646568 E"j\]\\\ ~~~~~~~~~~~~ f\] 3300 1

A2 2 la le l1a |22

Included side mounted auxiliary contacts 2xNO-+2xNC

262
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A1 |3 |5 13 [, 2131 |43
CES 170.22-230V-50/60Hz 004646569 - 7 ?\]

Included side mounted auxiliary contacts 2xNO+2xNC

Al 1|3 |5 13 [ 21,31 |43

CES 205.22-230V-50/60Hz ovssaes?o LA f F 4800 1

| 22 lale fulz (2 fu (ES 170...205
Included side mounted auxiliary contacts 2xNO-+2xNC

A1

1315 18 L2131 |43
ovsptes7 LA ?\] 6.200

A2 2 la le l1al22 2 las

CES 250.22-230V-50/60Hz

Included side mounted auxiliary contacts 2xNO+2xNC

CES 250...300

A3 |5 13 [, 2131 |43
CES 300.22-230V-50/60Hz ovieaes2 LI 7 f

A2

Included side mounted auxiliary contacts 2xNO+2xNC

A1 |3 |5 |13 [ 2131 |43 CES 400
CES 400.22-230V-50/60Hz ovsedess LA F 6.800 1
A2

2 la l6 l1al2z |32 laa

Included side mounted ausxiliary contacts 2xNO+2xNC

Technical data on page 330
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Accessories
CES-BCF 10 004646574 1NO CES6...CES45 '-\ 20 10
4
-1
- 004646575 TNC CES6...CES45 *—? 20 10
CES-BCF W -2
Up to max. 4 contacts
-
1)
%n .!1,1 I
I": “ﬁ L]
APy
5.5 l,' I 5318 612L
&l L 1
L :‘] | CES-BCSUTT 004646576 TNO-+1NC  CES6S. ..CES 400 Ay —-7‘ 52 2
& e
. - 004646577 1NO+ TNC CES65. .. CES 400 “\- - Y] 2
14 € 22 1€
CES-BGSUM Up to max. 4 contacts, 2 per each side
BCSU - upgrade contact with screws
CES-BCSS 11 BCSS - spare part only, no mounting screws

CES-MIL 65-300

CES-DIC3

Possible to order only multiples of 2pcs (2, 4, 6, 8. ...) due to the default packaging system

CES-MIL6-45 004646578 CES6. .. CES45 2 1
CES-MIL 65-300 004646579 CES6S. .. CES300 130 1
(CES-MIL400 004646580 (ES400 130 1

CES-DIC3 004646581 24-250VDC CES6. . .CES32 15 1
CES-VR4 004646582 24-48VAC CES6. ..CES45 15 1
CES-VR5 004646583 127-240 VAC CES6. . .CES45 15 1
CES-VR6 004646584 240-400 VAC CES6. ..CES45 23 1
CES-VR7 004646585 24-48VAC CES65. . .CES400 14 1

004646586 127-240 VAC CES65. . .CES400 15 1

Already integrated in CES140. . . CES400
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Overload relay

Thermal overload relays

CES-RTO CES-RT1

CES-RT0-0,4 004646587 0,25-0,4 CES6...CES18 140 1
CES-RT0-0,63 004646588 0,4-0,63 CES6...CES18 140 1
CES-RTO0-1 004646589 0,63-1 CES6...CES18 140 1
CES-RT0-1,6 004646590 1-16 CES6...CES18 140 1
CES-RT0-2,5 004646591 16-25 CES6...CES18 140 1
CES-RT0-4.0 004646592 2,5-4 CES6...CES18 140 1
CES-RT0-6,3 004646593 4-6,3 CES6...CES18 140 1
CES-RT0-10 004646594 6,3-10 CES6...CES18 140 1 CES-RT2
CES-RT0-12,5 004646595 8-12,5 CES6...CES18 140 1
CES-RT0-18 004646596 12,5-18 CES6...CES18 140 1
CES-RT1-16 004646597 10-16 CES25...CES32 200 1
CES-RT1-25 004646598 16-25 CES25...CES32 200 1
CES-RT1-32 004646599 25-32 CES25...CES32 200 1
CES-RT2-36 004646600 25-36 CES40. .. CES45 200 1
CES-RT2-45 004646601 36-45 CES40...CES45 200 1
CES-RT3-57 004646602 40-57 CES65...CES105 400 1
CES-RT3-70 004646603 57-70 CES65...CES105 400 1
CES-RT3-88 004646604 70-88 CES65...CES105 400 1
CES-RT3-105 004646605 88-105 CES65...CES105 400 1
CES-RT4-120 004646606 90-120 CES140. ..CES400 700 1
CES-RT4-135 004646607 110- 135 CES140...CES400 700 1
CES-RT4-150 004646608 120-150 CES140....CES400 700 1
CES-RT4-160 004646609 135-160 CES140. .. CES400 700 1
CES-RT4-180 004646610 150- 180 CES140...CES400 2.500 1
CES-RT4-250 004646611 160 - 250 CES140. ..CES400 2.500 1
CES-RT4-400 004646612 250 - 400 CES140....CES400 2.500 1

Overload relay mounting kits for rails TH35

CES-AD-RTO 004646613 CES-RTO 50 1
CES-AD-RT1 004646614 CES-RT1 50 1
CES-AD-RT2 004646615 CES-RT2 132 1
CES-AD-RT3 004646616 CES-RT3 164 1

CES-AD-RT

CES-RT4 250, 400
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Miniature and motor contactors, auxiliary contactors and overload relays

Motor contactor CEM

Application

Contactors are used to remotely control and protect (in combination with overload relays) electric motors and other
electric loads with nominal power up to 300kW (at 400V AC3 duty).
Advantages

Mounting on DIN rail and mounting plates

High technical performance

Low power loss (current heat loss)

Protection against direct contact from front (IEC 536) IP20
Wide range of accessories

Surge suppressor (as option)

Control voltage 24VAC, 48VAC, 110VAC, 230VAC, 400VAC

o o LN ’
ETlcenss -.‘
mEEmE

1

{
) [ ]
-~ =2

42
gm -

CE“MﬁgE m

Ordering:
CEM9.01-230V-50/60Hz
I(AC3)[A] Coil voltage

Nr.of NO Nr. of NC - Number and type of auxiliary contacts
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Miniature and motor contactors, auxiliary contactors and overload relays

Advantages

- Additionaly EMC filter can be - lLateral (side mounting)
connected close to coil to supress of auxiliary contacts.
RF signals and surges.

- Possible to exchange coils with
different coil voltages.

kLl

g gy i

=

S8e0 Y-
T !
- Mechanical interlock
£T) oo ] can lock two different size
1 A
[ contactors
t "h h New: mechanical interlock
o 9 ® Q with integrated aux. con-
b ;,".‘;-. . tacts BLIME 9-105 02.
- Front mounted auxiliary
contacts
- Wide range of bimetal relays
for overload protection. Possible
) - Mounting on DIN rail or to install directly on contactor or
- CEM 32 ... CEM105 Contactor terminals directly on panel. on DIN rail by using additional
allow simultaneous connection not only adapter BF.

single-stranded and stranded conductors,
but also conductors of different sections.
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Miniature and motor contactors, auxiliary contactors and overload relays

BAMVES

-> Replacement control coils and
electronics available.

-> Built in Varistor
(EMC filter).

/;1;/,,

E‘I'l

5

. CEMsgoE e
4 E' ‘:

.
|
'

L1t

\

w

- Additional TBE terminals
allow simultaneous connection ¢ = 5
notonly single-stranded and  cemis, j [:j
stranded conductors, but also &=
conductors of different sections. =~ —

-> Possible to install mechanical interlock
between 2 contactors.

-> Easy access for maintenance
and visual control of damages.
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- Additional protection
covers against touch.

'
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- Possibility to install additional
2nd aux. contact block on each
side of contactor.

hh_!

- Overload bimetal relays
for overload protection are
available.



Miniature and motor contactors, auxiliary contactors and overload relays

CEM9.10-24V-50/60Hz 004642120 295 1
CEM9.10-48V-50/60Hz 004642121 295 1
CEM9.10-110V-50/60Hz 004642122 e 295 1
CEM9.10-230V-50/60Hz 004642123 HEWTT\ 295 1
CEM9.10-400V-50/60Hz 004642124 S L 295 1
- 004642220 510 1
004642221 510 1

* Auxiliary contact TNO integrated

CEM9.01-24V-50/60Hz 004642110 295 1
CEM9.01-48V-50/60Hz 004642111 295 1
CEM9.01-110V-50/60Hz 004642112 b Ep 295 1
CEM9.01-230V-50/60Hz 004642113 HEF— \]—% 295 1
CEM9.01-400V-50/60Hz 004642114 AL 295 1
- 004642210 510 1
004642211 510 1

* Auxiliary contact INCintegrated
CEM12.10-24V-50/60Hz 004643120 295 1
CEM12.10-48V-50/60Hz 004643121 295 1
CEM12.10-110V-50/60Hz 004643122 o 295 1
CEM12.10-230V-50/60Hz 004643123 #W_ﬂ_\ 295 1
CEM12.10-400V-50/60Hz 004643124 S 295 1
- 004643220 510 1
004643221 510 1

* Auxiliary contact TNO integrate

CEM12.01-24V-50/60Hz 004643110 295 1
CEM12.01-48V-50/60Hz 004643111 295 1
CEM12.01-110V-50/60Hz 004643112 B bR 295 1
CEM12.01-230V-50/60Hz 004643113 HEF- T% 295 1
CEM12.01-400V-50/60Hz 004643114 ek p ke 295 1
- 004643210 510 1
004643211 510 1

* Auxiliary contact INCintegrated

ETI

For auxiliary contact blocks, see page 274

Technical data on page 340
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Miniature and motor contactors, auxiliary contactors and overload relays

CEM18.10-24V-50/60Hz 004644120 295 1
CEM18.10-48V-50/60Hz 004644121 295 1
CEM18.10-110V-50/60Hz 004644122 e 295 1
CEM18.10-230V-50/60Hz 004644123 HEWTT\ 295 1
CEM18.10-400V-50/60Hz 004644124 S L 295 1
CEM18.10-24V DC 004644220 510 1

* Auxiliary contact TNO integrated

CEM18.01-24V-50/60Hz 004644110 295 1
CEM18.01-48V-50/60Hz 004644111 295 1
CEM18.01-110V-50/60Hz 004644112 o1 PR 295 1
CEM18.01-230V-50/60Hz 004644113 = % 295 1
CEM18.01-400V-50/60Hz 004644114 N P 295 1
CEM18.01-24V DC 004644210 510 1
B2 oo 510 1

* Auxiliary contact INCintegrated

CEM25.00-24V-50/60Hz 004645100 295 1
CEM25.00-48V-50/60Hz 004645101 295 1
CEM25.00-110V-50/60Hz 004645102 b E 295 1
CEM25.00-230V-50/60Hz 004645103 I%Ir \ 295 1
CEM25.00-400V-50/60Hz 004645104 A 295 1
CEM25.00-24V DC 004645200 510 1
004645201 510 1
For different configurations of auxiliary contacts up to 4 auxiliary contacts can be added to contactor and must be ordered
separately.
CEM32.00-24V-50/60Hz 004646100 520 1
CEM32.00-48V-50/60Hz 004646101 520 1
CEM32.00-110V-50/60Hz 004646102 P E 520 1
CEM32.00-230V-50/60Hz 004646103 T\]ﬂ 520 1
CEM32.00-400V-50/60Hz 004646104 = Ee 520 1
CEM32.00-24V DC** 004646200 850 1
004646201 850 1
For different configurations of auxiliary contacts up to 4 auxiliary contacts can be added to contactor and must be ordered

separately.
**24V DC(24...28V DC), 220V DC (208...240V DC)
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Miniature and motor contactors, auxiliary contactors and overload relays

CEM40.00-24V-50/60Hz 004647100 540 1
CEM40.00-48V-50/60Hz 004647101 540 1
CEM40.00-110V-50/60Hz 004647102 b E 540 1
CEM40.00-230V-50/60Hz 004647103 — \ 540 1
CEM40.00-400V-50/60Hz 004647104 BEe 540 1
CEM40.00-24V DC** 004647200 850 1
004647201 850 1
For different configurations of auxiliary contacts up to 4 auxiliary contacts can be added to contactor and must be ordered
separately

**24VDC (24...28V DC), 220V DC (208...240V DC).

CEM50.00-24V-50/60Hz 004648100 1105 1
CEM50.00-48V-50/60Hz 004648101 1105 1
CEM50.00-110V-50/60Hz 004648102 P F 1105 1
CEM50.00-230V-50/60Hz 004648103 — \ 1105 1
CEM50.00-400V-50/60Hz 004648104 A 1105 1
CEM50.00-24V DC ** 004648200 1240 1
004648201 1240 1
For different configurations of auxiliary contacts up to 6 auxiliary contacts can be added to contactor and must be ordered
separately.

**24VDC (24...28V DC), 220V DC (208...240V DC)

CEM65.00-24V-50/60Hz 004649100 1120 1
CEM65.00-48V-50/60Hz 004649101 1120 1
CEM65.00-110V-50/60Hz 004649102 b F 1120 1
CEM65.00-230V-50/60Hz 004649103 I%I— \ 1120 1
CEM65.00-400V-50/60Hz 004649104 e 1120 1
CEM65.00-24V DC ** 004649200 1240 1
004649201 1240 1

For different configurations of auxiliary contacts up to 6 auxiliary contacts can be added to contactor and must be ordered For auxiliary contact blocks, see page 274
separately.

** 24V DC (24...28V DC), 220V DC (208...240V DC)

CEM80.00-24V-50/60Hz 004650100 1130 1
CEMB80.00-48V-50/60Hz 004650101 1130 1
CEM80.00-110V-50/60Hz 004650102 b E 1130 1
CEM80.00-230V-50/60Hz 004650103 - \ 1130 1
CEM80.00-400V-50/60Hz 004650104 Sl 1130 1
CEM80.00-24V DC** 004650200 1240 1

(CEMBDO20VDC™ 004650201 1240 1

For different configurations of auxiliary contacts up to 6 auxiliary contacts can be added to contactor and must be ordered
separately.

** 24V DC (24...28V D), 220V DC (208...240V DC)
** Range of operating voltages is shown in technical part of catalogue
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Miniature and motor contactors, auxiliary contactors and overload relays

CEM95.00-24V-50/60Hz 004651100 1450 1
CEM95.00-48V-50/60Hz 004651101 1450 1
CEM95.00-110V-50/60Hz 004651102 T 1450 1
CEM95.00-230V-50/60Hz 004651103 #IVT \ 1450 1
CEM95.00-400V-50/60Hz 004651104 A 1450 1
CEM95.00-24V DC** 004651200 1500 1

(CEM95.00-220vDC** 004651201 1500 1

For different configurations of auxiliary contacts up to 6 auxiliary contacts can be added to contactor and must be ordered

separately.

**24VDC (24...28V DC), 220V DC (208...240V DC)

CEM105.00-24V-50/60Hz 004652100 1470 1
CEM105.00-48V-50/60Hz 004652101 1470 1
CEM105.00-110V-50/60Hz 004652102 oI b 1470 1
CEM105.00-230V-50/60Hz 004652103 _ﬂ 1470 1
CEM105.00-400V-50/60Hz 004652104 ook 1470 1
CEM105.00-24V DC ** 004652200 1500 1
|CEM105.00-220VDC** 004652201 1500 1

For different configurations of auxiliary contacts up to 6 auxiliary contacts can be added to contactor and must be ordered
separately.
**24VDC (24...28V DC), 220V DC (208...240V DC)

CEM112.22-24V-50/60Hz 004653140

CEM112.22--48V-50/60Hz 004653141

CEM112.22--110V-50/60Hz 004653142

CEM112.22--230V-50/60Hz 004653143 TR
CEM112.22--400V-50/60Hz 004653144 EEF r \HLLH 2400 1
CEM112E.22-28V AC/DC ** 004646018 S

CEM112E.22-130V AC/DC ** 004646019

CEM112E.22-250V AC/DC ** 004646020

@ELAACT o

* Integrated auxiliary contacts: two side mounted auxiliary contact blocks 2 X (1IN0 + 1NC)
**28V AC/DC (24...28V), 130V AC/DC(110...130V), 250V AC/DC (208...250V), 415V AC/DC (360...415V)
Surge suppressor is already integrated

CEM150E.22-28V AC/DC** 004654240
CEM150E.22-130V AC/DC ** 004646023 | [P FIep [ [0 2400 :
CEM150E.22-250V AC/DC ** 004654241 T, \ﬂf\ﬁ o |+ )]

CEMISOEZZAISVACDC™  O0dsdcns

* Integrated auxiliary contacts: two side mounted auxiliary contact blocks 2 X (1NO + 1 NC)
**28V AC/DC (24...28V), 130V AC/DC(110...130V), 250V AC/DC (208...250V), 415V AC/DC (360...415V)
Surge suppressor is already integrated
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CEM180.22-24V-50/60Hz 004655140
CEM180.22--48V-50/60Hz 004655141

CEM180.22--110V-50/60Hz 004655142

CEM180.22--230V-50/60Hz 004655143 TEEE e
CEM180.22--400V-50/60Hz 004655144 EEHH- \HLLH 3900 1
CEM180E.22-28V AC/DC ** 004646029 SR

CEM180E.22-130V AC/DC** 004646026

CEM180E.22-250V AC/DC ** 004646027

RERAIVAUDC oo

* Integrated auxiliary contacts: two side mounted auxiliary contact blocks 2 X (1IN0 + 1NC)
**28V AC/DC (24...28V), 130V AC/DC(110...130V), 250V AC/DC (208...250V), 415V AC/DC (360...415V)
Surge suppressor is already integrated

CEM250.22-24V-50/60Hz 004656140

(EM250.22--48V-50/60Hz 004656141

(EM250.22--110V-50/60Hz 004656142

CEM250.22--230V-50/60Hz 004656143 o R
(EM250.22--400V-50/60Hz 004656144 Tﬂ-si TLL % B] 6000 1
CEM250E.22-28V AC/DC ** 004646030 = o ke B

CEM250E.22-130V AC/DC ** 004646031

CEM250E.22-250V AC/DC ** 004646032

EOERAVADCT o0k

* Integrated auxiliary contacts: two side mounted auxiliary contact blocks 2 X (1IN0 + 1NC)

**28V AC/DC (24...28V), 130V AC/DC(110...130V), 250V AC/DC (208...250V), 415V AC/DC (360...415V)
Surge suppressor is already integrated

** Range of operating voltages is shown in the technical part of catalogue

CEM300E.22-28V AC/DC 004656300

CEM300E.22-50V AC/DC 004656301

CEM300E.22-72V AC/DC 004656302 I%FI‘_IJ F I“TLZL‘F I°

CEM300E.22-130V AC/DC 004656303 T | GT. 2 e )]M 00 1
CEM300E.22-250V AC/DC 004656304

[EMBOERAISVACDC  00iss630s

* Integrated auxiliary contacts: two side mounted auxiliary contact blocks 2 X (1NO + 1 NC)
**28V AC/DC (24...28V), 130V AC/DC(110...130V), 250V AC/DC (208...250V), 415V AC/DC (360...415V)
Surge suppressor is already integrated

ETI

For auxiliary contact blocks, see page 274
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A1 1|3 |5 |13 [ 2131 |43

CEMA4S0E.22-255V Ai‘Dc 004656306 ) A\ 10 1

* Integrated auxiliary contacts: two side mounted auxiliary contact blocks 2 X (1NO + 1 NC)
Surge suppressor is already integrated

iEMiﬁElzz-ziiv Aiﬁi 004656307 |:',:l\'\' HT\'“ 12000 1

* Integrated auxiliary contacts: two side mounted auxiliary contact blocks 2 X (1IN0 + 1NC)
Surge suppressor is already integrated

5

Accessories

3
A
BCXMFE10 004641510 TNO CEM9-CEM105 "\ 15 1
4
21
BCXMFEO1 004641501 TNC CEM9-CEM105 ‘—? 15 1
2
.7I
BCXMFAE10 004642510 1NO - early-make CEM9-CEM105 '—\ 15 1
8
-5
BCXMFREO1 004643510 1NC- late-break CEM9-CEM105 ‘—I{.' 15 1
6
_3|
BCXMFE10S* 004646094  Special aux. Contact 1xNO  CEM9-CEM105 ‘-\ 15 1
4

“ 004646095  Special aux. Contact IXNC ~ CEM9-CEM105 ‘—Ir 15 1
2

not for CEM7,5CN and CEM10CN!
available free aux. contact blocks places:

CEM 9 ... CEM40: 4 contact blocks
CEM50 ... CEM105: 6 contact blocks
CEM112 ... CEM 300: mounting not available - only lateral, see below

*Special aux. contacts (Au -gold) for low signals switching min. TmA /17V
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13 vv 21 2€

TNO-TNC CAEMA, L\'_ -
BCXMLE11 004644511 et CEM9-CEM250 15 1
14 €7 22 1€
(AEM4 13IVV ZSIVS
2NO 2 A
BCXMLE20 004644520 (main) CEMO-CEM250 15 1
14°er 24 €€
NO-INCsidemounted ~ CAEM4, g
- 1 NCside mountef 2 N\ —
BCXMRLET1 004645511 (upgraded) CEMO-CEM250 \' 15 1
54 €8 62 |/
NO side mounted CAEMA (O
2 NO side mountet ’ A
BCXMRLE20 004645520 T CEMO-CEM250 15 1
54768 64 €L
N Nc i d cEM 13IVV 212¢
BLRBE1  Odeseaos |0 NCsidemounte 150 ‘\- - 3 1
(upgrade) CEM560
14 € 22 |§
1NO- 1NCsid d (M g
BLBE-11 004656325 -1 side mounte 150 ‘\- = 34 1
(spare part) CEM560
_ 54 €8 62 |/
not for CEM7,5CN and CEMT0CN! Max. number of auxiliary contacts together
Main" lateral auxiliary contact block can be mounted on the (top and side mounted):
front side of the contactor, it can be upgraded max. with one max. 4: CEM9-CEM25, CAEM 4
additional auxiliary contact block. max. 6: CEM32-CEM40
max. 8: CEM50-CEM105
max. 8: CEM112-CEM300
f b
Mechanicalinterlock s
BLIME 9-105 004643601 CEM9-CEM105 50 1
BLIME9-105 02* 004646093 CEM9-CEM105 69 1

(BLIMET12:300E 004643602 CEM112(E)-CEMS60(E) 150 1

*Mechanical interlock with integrated auxiliary contacts 2xNC
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BAMRCE4 004642701 24-48 VAC CEM9-CEM40 14 1
BAMRCES 004642702 50-127 VAC CEM9-CEM40 14 1
BAMRCE6 004642703 130-250 VAC CEM9-CEM40 14 1
BAMRCE7 004642705 24-48VAC CEM50-CEM105 14 1
BAMRCE8 004642706 50-127 VAC CEM50-CEM105 14 1
BAMRCE9 004642707 130-250 VAC CEM50-CEM105 14 1
BAMDIE10 004643701 12-600VDC CEM9-CEM105 14 1

004642708 24-48 VAC CEM112-CEM250 14 1

004642711 50-250 VAC CEM112-CEM250 14 1

004656320 100-255VAC CEM450E-CEM560E 18 1

TBE150 004646090 CEM112....CEM150 210 1
004646091 CEM180 270 1
004646092 CEM250....CEM300 575 1

SCCEM450 004656323 CEM450(E) 1120 1
004656324 CEM560(E) 1120 1
*1(pc) reference code includes 3 spare contacts (1 pc = 3 spare contacts -> 3 moving parts and 6 fixed parts)

(CEM150 004646080 CEM150 231 1
CCEM180 004646081 CEM180 231 1
004646082 CEM300 231 1
004656309 CEM560 231 1

*1(pc) reference code includes 2 covers (1pc=top+bottom)
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ETI

Overload relay

RE27D-0,4 004642400 0,28-0,4
RE27D-0,63 004642401 040,63
RE27D-0,8 004642402 0,56-0,8
RE27D-1,2 004642403 0,8-12
RE27D-1,8 004642404 12-18
RE27D-2,8 004642405 18-2,8
RE27D-4,0 004642406 2,8-40 CEM09
RE27D-6,3 004642407 463 147 1
RE27D-8,0 004642408 5,6-8 CEM25
RE27D-10 004642409 7-10
RE27D-12,5 004642410 8-12,5
RE27D-15 004642411 10-15
004642412 11-17
004642413 15-23
004642414 2-32
RE67.1D-40 004643415 25-40 CEM32...

300 1

(REGZ.ID-50 004643416 32-50 (EM40

REG7.20-57 004644417 4057
RE67.20-63 004644418 50-63 CEM30 - :
RE67.2D-70 004644419 5770 (0

004644420 63-80

Technical data on page 346
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RE117.1D-97 004645421 75-97 CEM9S...

(RENZAD-112 004645422 90-112 CEM105

520 1

RE117.20-97 004646421 75-97

CEMT12(F) 550 1
RENZ2D-112 004646422 90-112
RE317D-150 004647423 100-150 CEM150()
RE317D-215 004647424 140-215 900 :
RE317D-310 004647425 200-310 CEM250(E)

REBID-420 004656312 275420 CEM450() 2000

278 Technical data on page 346




Miniature and motor contactors, auxiliary contactors and overload relays

(RE4OTD-600 004656313 400-600 CEMS60(E) 3600 1

GAE317-11D 004656310 CEMA50(E)-+RE317D-420 253 1
(GAEAO7-ID 004656311 CEMS60(E)-+RE407D-600 461 1

*1(pc) reference code includes 3 bars for one 3 pole connection

BF27D 004641901 RE27D 50 1
BF67.1D 004641902 RE67.1, % 1
BF67.20 004641904 RE67.2 9% 1
BFIIZD 004641903 RE117.1D 10 1

ETI

Technical data on page 346
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Individual coil for control voltage contactor

BCAE4-25-24V-50/60 Hz* 004641810
BCAE4-25-48 V-50/60 Hz* 004641811 AC
BCAE4-25-110V-50/60 Hz* 004641812 AC 65
BCAE4-25-230 V-50/60 Hz* 004641813 AC CEM9
BCAE4-25-400 V-50/60 Hz* 004641814 AC -
BCCE-25-24V DC* 004642810 DC (EM 25
BCCE-25-48V DC* 004642811 DC
BCCE-25-110V DC* 004642812 DC 120
BCCE-25-220V DC* 004642813 DC
BCAE-40-24 V-50/60 Hz* 004641820 AC
BCAE-40-48 V-50/60 Hz* 004641821 AC
BCAE-40-110V-50/60 Hz* 004641822 AC 110
BCAE-40-230V-50/60 Hz* 004641823 AC CEM32
BCAE-40-400V-50/60 Hz* 004641824 AC -
BCCE-40-24V DC* 004642820 DC (EM40
BCCE-40-48V DC* 004642821 DC -
BCCE-40-110V DC* 004642822 DC
BCCE-40-220V DC* 004642823 DC
BCAE-105-24V-50/60 Hz 004641830 AC
BCAE-105-48V-50/60 Hz 004641831 AC
BCAE-105-110V-50/60 Hz 004641832 AC 140
BCAE-105-230V-50/60 Hz 004641833 AC CEMS0
BCAE-105-400V-50/60 Hz 004641834 AC -
BCCE-105-24V DC 004642830 DC (EM105
BCCE-105-48V DC 004642831 DC 0
BCCE-105-110V DC 004642832 DC
BCCE-105-220V DC 004642833 DC
BCAE-112-24V-50/60 Hz 004641840 AC
BCAE-112-48V-50/60 Hz 004641841 AC
BCAE-112-110V-50/60 Hz 004641842 AC CEM112 25
BCAE-112-230V-50/60 Hz 004641843 AC
BCAE-112-400V-50/60 Hz 004641844 AC
BCAE-180-24V-50/60 Hz 004641850 AC
BCAE-180-48-50/60 Hz 004641851 AC
BCAE-180-110V-50/60 Hz 004641852 AC CEM180 400
BCAE-180-230 V-50/60 Hz 004641853 AC
BCAE-180-400V-50/60Hz 004641854 AC
BCAE-250-24V-50/60 Hz 004641860 AC
004641861 AC
004641862 AC CEM250 675
004641863 AC
004641864 AC

* Only AC coils can be fitted to AC controlled contactors & only DC coils can be fitted to DC controlled contac-

tors.
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BCEE-150-28V 004646044
BCEE-150E-130V 004646045 (EMm2e -
BCEE-150-250V 004646046 CEMISOE
BCEE-150E-415V 004646047
BCEE-180E-28V 004646048
BCEE-180E-130V 004646049
CEMISOE 400 1
BCEE-180E-250V 004646050
BCEE-180F-415V 004646051 AUDC
BCEE-300E-28V 004646052
BCEE-300E-130V 004646053 CEM250E -
BCEE-300E-250V 004646054 CEMROOE
BCEE-300E-415V 004646055
CEMASOE
004656322 - 1360 1116
CEMS60E
BCEE-150E-28V, BCEE-
MEE-300 28V-AC/DC 004646070 0E28Y, BCEES0E28Y
BCEE-150E-130Y, BCEE-
MEE-300 110V-AC/DC 004646072 180E-130V, BCEE-300E-130
v
s BCEISOE2501, BCEE o5
MEE-300 250V-AC/DC 004646073 180E-250V, BCEE-300E-250
v
BCEE-150E-415 V, BCEE-
MEE-300 415V-AC/DC 004646074 180F-415V, BCEE-300E-415
v
004656321 BCEE-560E-255V

ETI
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Motor protective circuit breakers MSP

MSPO

MSP1

Description

The MSPO, MSP1 motor starter protectors are compact motor starter protectors for
currents up to 52 A which operate according to the current limiting principle. The
devices are used for switching and protecting motors or other loads. They are fitted
with instantaneous overcurrent releases and inverse-time delayed overload relay.
Motor starter protectors and contactors can be combined to form fuseless starter
combinations. The MSPO, MSP1 motor starter protectors are suitable for use in any
climate.

( Y
Motor Starter Protectors
« for motor protection
-MSP0:0,4...25 A
-MSP1:22...52 A
The characteristic curves of these motor starter protectors are specially laid-out for the
overload and short-circuit protection of motors. The inverse-time delayed releases
(“a releases”) are adjustable for setting the rated current of the motors to be pro-
tected. The instantaneous short-circuit releases (“n releases”) are fixed-set to 12 times

the value so as to assure faultless starting of the motors.
- J

MSP0-0,6 004646618 0,6 04...06 7,2 0,12/0,18 290 1
MSPO-1,0 004646619 1 06...1,0 12 0,25 290 1
MSP0-1,6 004646620 1,6 10...1,6 19 0,37/0,55 290 1
MSP0-2,4 004646621 2,4 16...24 29 0,75 290 1
MSP0-4,0 004646622 4 24...40 48 1,115 290 1
MSP0-6,0 004646623 6 4,0...6,0 72 2,2 290 1
MSP0-10 004646624 10 6,0...10 120 3/4 290 1
MSP0-16 004646625 16 10...16 190 75 290 1
MSP0-20 004646626 20 14...20 240 75 290 1
MSP0-25 004646627 25 18...25 300 1 290 1
MSP1-32 004646628 32 22...32 380 15 760 1

004646629 40 28...40 480 18,5 760 1
“ 004646630 52 36...52 600 22 760 1
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Accessories

Combinations:
Right hand side of MSP: An auxiliary contact and/or a short-circuit signalling contact
Left hand side of MSP: Undervoltage release or Shunt release

MSP-AS

MSP-AS 004646617 40 1

INO+1INC (AC-15:3A/230V,  \
1.5A/400V, 1A/500V)
" 2

width=9mm

MSP-PST1 004646631

TNO+1TNC (AC-15: 3A/230V, ] _____ MSP-PS11
1.5A/400V, TA/500V)

width=9mm

MSP-A230 004646632  230VAC (220-230V 50Hz) 154-253 VAC 110 1

- 004646633 24 VAC (24V 50Hz, 24-60V DC)  16.8 - 26.4 VAC, 16.8 - 66VDC 110 1
width=18mm, operation range: 0.7-1.1*Un

MSP-A 230

004646634 240V 50Hz 204-264VAC 110

width=18mm, Falling(tripping) voltage: 0.35-0.7 Un, keeping voltage: 0.85-1.1Un.

MSP-U 240

MSP-1Z2 004646635 busbar connection of 2 MSPs 50 1
MSP-IZ3 004646636 busbar connection of 3 MSPs 50 1 MSP-I1Z3
MSP-1Z4 004646637 busbar connection of 4 MSPs 100 1
MSP-TAT 004646638 3 phase line side terminal 10 1

004646639 3 phase line side terminal (in combination with MSP-IZ...) 50 1

MSP-TA1

MSP-TA2
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Motor protective circuit breakers MPE

Rated current
0,16-32A

Example of MPE configuration:

Advantages
With overload and short circuit protection
Fixed short circuit release 13 x Iu

With temperature compensation
Can be used as main switch
MPE25 up to 10A at 400/415V are self-protected

400/415V according to IEC/EN 60947-2
MPEB8O provide a breaking capacity of 60kA
at 380V according to IEC/EN 60947-2

With phase-failure sensitivity according to IEC/EN 60947-4-1

MPE25 above 10A provide a breaking capacity of 50kA at

MPE25-0,16 004648001 0,16 0,1-0,16 2,08 322 1
MPE25-0,25 004648002 0,25 0,16-0,25 3,25 322 1
MPE25-0,40 004648003 0,4 0,25-0,4 52 322 1
MPE25-0,63 004648004 0,63 0,4-0,63 8,2 322 1
MPE25-1,0 004648005 1 0,63-1,0 13 322 1
MPE25-1,6 004648006 1,6 1,0-1,6 20,8 322 1
MPE25-2,5 004648007 25 1,6-2,5 32,5 322 1
MPE25-4,0 004648008 4 2,5-4,0 52 322 1
MPE25-6,3 004648009 6,3 4,0-6,3 82 322 1
MPE25-10 004648010 10 6,3-10 130 322 1
MPE25-16 004648011 16 10-16 208 322 1
MPE25-20 004648012 20 16-20 260 322 1
MPE25-25 004648013 25 20-25 325 322 1
MPE25-32 004648014 32 25-32 416 322 1
MPE25-40 004648015 40 32-40 520 322 1
MPE80-50 004648016 50 40-50 650 1070 1

004648017 65 50-65 845 1070 1

004648018 80 65-80 1040 1070 1

ACBFE-11

004648021

22
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ACBSE-11 004648022 1,1 38 1

004648023 20 38 1

Separate tripped
J J% and short-circuit
e 1INC for each circuit.

P B :
| 57 |65 Allows mounting
5 L @jpj;j’A """" [ w7 |E5 with lateral aux. L -

613 | |55 |66 178 {as contact block. Left
side mounting.
TBSE alarms, INO +

URMPE-N 004648027 230-240V AC
D1

D2

“ 004648028 400-415V AC

Pick-up voltage >0,85 x Ue Drop-out voltage 0,35-0,7 x Ue 100%DF

SRMPE-220 004648030 200-240V AC 15 1
Cc2

Pick-up voltage 0,7 x Ue 100%DF
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~/
SCMPE 004648025 Scale cover 15 5
~

PLMPE 004648026 Push-in-lugs 25 2

MPE25 + ACBFE11 + with black/grey rotary handle
ACBSE11// ACBSE20 004648032 MPEE55G 365 1
+PL. with integrated PE(N) terminal

lockable in OFF position with 3

MPE25 -+ URMPE // padlocks
SRMPE + ACBFE11 +
ACBSET aliAcBSE20 °0%648033 tuo M25 metric cable entry knockout,  MLPEESSG 415 1

top and bottom

with red/yellow rotary handle

MPE25 + ACBFE11
+ACBSET1 //ACBSE20  OO4GA8034 oo brercency Stopswitchesto MPEESSGE 365 1
+PL. IEC/EN 60204 with integrated PE(N)
terminal
MPE25 + URMPE / lockable in OFF position with 3
Z'ngf”cfgﬁlém 004648035 padlocks MLPEESSG-E 415 1
+ 1Tor two M25 metric cable entry knockout,
+PL. top and bottom
|

MPEE55G, MLPEE55G,
MPEE55G-E & 004648038 for connection of a 5th conductor NL-MPEE 365 1
MLPEE55G-E
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FMEE55 004648036

black

FMEE55-E 004648037

red/yellow

- for MPE mounting on panel door

- degree of protection IP55 200
- moulded plastic front plate with rotary
operating mechanism

- lockable in OFF position

- allows access. ACBFE-11, ACBSE-11 or

ACBSE-20 and URMPE / SRMPE

- allow installation of sig. lamp

200

RMMPE130
(130mm) 004648039
black

RMMPE330

(330mm) 004648040
RMMPE130E 004648041

(130 mm)

red/yellow

RMMPESSOE 4645042

- extension shaft, length 130 to 155mm 76

- extension shaft, length 330 to 355mm

- door coupling rotary handle black/grey

- extension shaft can be cut ot any 114
required length min. 80mm

- thickness of panel door 1t0 3,5mm

- for use of main switch IEC/EN60204

- ON/OFF/Tripped position

- lockable in OFF pos. with 3 padlocks

- the MPE can also be used turned 90° 14

76

PLE230 004648043 voltage: 210...230V -
PLE400 004648044 voltage: 400...560V
PLE230G 004648045 voltage: 210...230V - 7
PLE400G 004648046 voltage: 400....560V 9
PLE230W 004648047 voltage: 210...230V white
voltage: 400...560V

M

10

ECCMPEQ7 004648052

ECCMPE25* 004648053

for electrical and mechanical linking CE07
motor protective circuit breaker 27
MPE25 and contactor CEM9...25

*For contactors with AC coil only!

ETI
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Motor protective circuit breaker MS25

Main application field: control (start-up, protection and switch-off) of AC electric motors with pow-
ers up to 11 kW (380/400 V) or other consumers up to 25 A; it can also be used as the main switch
according to EN 60204 or VDE 0113 standards.

Versions:
- MS25 - with overload and short circuit protection

Manual control:
- START, STOP, push-buttons
- Test of release function (TEST)

Phase-failure sensitivity according to IEC/EN 60947-4-1

Automatic switch-off with thermal or magnetic release

Control with under-voltage release or shunt release

Isolating distance between contacts: 4.5 mm per contact place

Hard wire or fine wire connection

Simple and fast mounting by snap fitting on 35 mm wide mounting rail in compliance with EN
60715; fixing with two screws is also possible

Vertical or horizontal operation position

MS25-0,16 004600010 0.16 0,1-0,16 255 1
MS25-025 004600020 0.25 0,16-0,25 255 1
MS25-040 004600030 04 02504 255 1
MS25-063 004600040 0.63 04-0,63 255 1
MS25-1,0 004600050 1 06310 255 1
Ms25-16 004600060 16 1016 255 1
Ms2525 004600070 25 1625 255 1
MS25-40 004600080 4 2540 255 1
Ms2563 004600090 63 4063 255 1
MS25-10 004600100 10 63-10 255 1
Ms25-16 004600110 16 10-16 255 1
- 004600120 2 1620 255 1
& 004600320 2 225 255 1
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Auxiliary switch for lateral mounting PS

‘[11
PS20 004600160 \ 2,0 30 1/10
PS01 004600150 ? 0,1 30 1/10
]
PS10 004600140 \ 1,0 30 1/10
3 I 2
- 004600130 \] 1,1 30 1/10
Shunt release

a
A230 004600170 EE 220V-240V 30 110
Undervoltage release
D1
U230 004600180 20V-240V 30 1710

D2

Enclosure O Front plate CP

004600190 1
004600200 55 25 1
004600210 4 20 1
004600220 55 20 1

-~

I == .. il
e

L]
0-1P41/55

CP-1P41/55

Technical data on page 365
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Emergency stop push-button

NAT 004600270 15 1/20

NATlock 004600280 2 1120

L1 004600260 30 110

Neutral link NL

004600330 10 1/10

Signal lamp SS
é_:_ _------;3:;/‘;: 4 m
- \

e — SS B 400V 004600230 white 10 1/10
—— 004600240 red 10 1110
- . 004600250 green 10 1/10

Eoai "_Hh_*__\H

\w -”.

290 Technical data on page 365




Technical data

Modular contactor for installation into distribution boards

Data according to IEC 947-4-1, IEC 947-5-1, VDE 0660, EN 60947-4-1, EN 60947-5-1

Type

Main Contacts

Rated insulation voltage U,
Rated operation voltage U,

Frequency of operations with AC1, AC3

Mechanical life

Utilization category AC1

Rated operational current IE (=Im)
Contact life

Minimum switch voltage

Short time current

Power loss per pole at | /ACT
Utilization category AC3
Switching of three-phase motors

Rated operational current |,
Rated operational power
of three-phase motors
50-60Hz

Contact life AC3

Power consumption of coils
ACoperated

Operation range of coils in multiples of control voltage Us

Short-circuit protection

open at 60°C

10s-current

220V
230-240V
380-415V

inrush
sealed

(-40...+40°C)

Coordination-type “1”according to IEC 947-4-1 max. fuse size gG/gL

(able cross-sections
Main connector

Clamps per pole
Magnetic coil

Clamps per pole
Auxiliary Contacts
Rated insulation voltage U"

solid or stranded
flexible
flexible with multicore cable end

solid or stranded
flexible
flexible with multicore cable end

Thermal rated current |, 40°C
Ambient temperature 60°C
Utilization category AC 15
Rated operational current |, 220-240V
380-415V
440V
Utilization category DC13
Rated operational current | per pole 24-60V
110V
220V
Short circuit protection
short-circuit current 1kA, contact welding not accepted gG/gL
max. fuse size
Switching time at control voltage U +10%
make time
release time
arc duration

Noise level (operation) acc. to EN ISO 3744 from front, distance 0,5 m
1) Suitable for: earthed-neutral systems, overvoltage category | to IV, pollution degree 3 (standard-industry): Uimp 8kV.
2) Suitable for: earthed-neutral systems, overvoltage category | to lll, pollution degree 3 (standard-industry): Uimp 4kV.
3) Maximum cable cross-section with prepared conductor.

4) AC5b motor 2-pole 230V 1,1 kW.

VAC
VAC
1/h
Sx 10

Sx10°
V/mA

kw
kw
kw
Sx10°

VA
VA

VAC
(A]
(Al

(Al
(Al
(Al
(Al
(Al
(Al

(Al

ms

dB

R20

4407
250
300

20
0,1
24/100
72
2

7-9
2,2-42
0,8-1,6

0,85-1,1

35

1,5-10
1,56
1,5-6

1

0,75-2,5

0,5-2,5
0,5-1,5
1

7-16

6-12

10-15
16

R25 (2p)

4407
440
300

1

25
0,1
24/100
72
3

7-9
2,2-42
0,8-1,6

0,85-1,1

35

1,5-10
1,56
1,5-6

1
0,75-2,5
0,5-2,5
0,5-1,5
1

7-16

6-12

10-15
16

R25 (4p)

4407
440
300

1

25
0,1
24/100
72
2

9
2,2
25

4

0,15

20-25
4-6
1,5-2,5
0,85-1,1

35

1,5-10
1,5-6
1,5-6
1
0,75-2,5
0,5-2,5
0,5-1,5
1

9-15
4-8
10-15
8

R40

4407
440
600

1

40
0,1
24/100
216
3

27
7,5
8
12,5
0,15

33-45
6-8
2-33
0,85-1,1

63

2,5-25
2,5-16
2,5-16
1
0,75-2,5
0,5-2,5
0,5-1,5
1

11-15

6-13

10-15
<4

R63

4
440
600

60
0,1
24/100
240
7

30
8
85
15
0,15

33-45
6-8
223
0,85-1,1

80

2,5-25
2,5-16
2,5-16
1
0,75-2,5
0,5-2,5
0,5-15
1

11-15

6-13

10-15
8

ETI

RH11

440
440
600

17/5

0,5

05-2,5
05-2,5
0,5-1,5

<4
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Utilization category DCT (Switching of resisitive load, time constant L/R < Tms) Utilization category DC3 and DC5 (Switching of inductive loads, time constant L/R < 15ms)

R20 24VDC 20 20 - - 15 15 - - R20 24V DC 10 20 - - 7,5 15 - -
48VDC 18 20 - - 13,5 15 - - 48V DC 4 15 - - 3 1 - -
60V DC 17 20 - - 12,5 15 - - 60V DC 3 12 - - 2 9 - -
110VDC 4 10 - - 3 75 - - 110VDC 0,8 4 - - 0,6 3 - -
2000C 04 - - 03 - - . 220 - - - - -

R25 24VDC 25 25 25 25 185 185 185 185 R25 24V DC 15 25 25 25 1" 185 185 185
4VDC 22 25 25 25 165 1875 185 185 48V DC 5 17 25 25 35 1275 185 185
60V DC 18 25 25 25 135 1875 185 185 60V DC 4 13 25 25 3 9,5 185 185
110VDC 5 16 25 25 3,5 12 185 18,5 110vDC 1 5 15 25 0,7 35 1 18,5
220VDC 05 4 10 15 0,4 3 75 1 . 220vDC 01 0,5 10 8 0,075 0,375 2 6

R40  24VDC 40 40 40 40 30 30 30 30 R4O 24VDC 23 40 40 40 17 30 30 30
48VDC 25 40 40 40 18,5 30 30 30 48V DC 10 23 40 40 7,5 17 30 30
60VDC 19 30 40 40 14 245 30 30 60V DC 5 15 30 40 35 1 22,5 30
1ovpc 7 17 31 40 5 12,5 23 30 110VDC 1,5 5 15 40 1,1 35 1 30
220VDC 0,7 5 15 20 0,5 35 1 15 . 220vDC 03 1 4 10 02 075 3 75

R63 24VDC 63 63 63 63 47 47 47 47 R63 24VDC 25 45 63 63 18,5 335 47 47
48VDC 26 44 63 63 19,5 33 47 47 4VDC 10 25 45 63 75 185 335 47
60VDC 21 36 63 63 15,5 27 47 47 60V DC 5 15 30 63 35 1 22,5 47
10VDC 8 18 34 63 6 135 255 47 110VDC 1,5 5 15 45 1,1 3,5 1 335
220VDC 0,7 6 16 21 0,5 45 12 15,5 220VDC 03 1 4 10 02 075 3 75

Switching of Lamps
Incandescent lamps 60 027 - 2 28 58 85
100 0,45 - 13 17 35 51
200 0,91 - 7 8 17 25
300 1,36 - 4 5 1 16
500 2,27 - 3 3 7 10
1000 45 - 1 1 3 5
Fluoroscent lamps, uncompensated or serial 1 0,16 - 60 75 210 310
o 18 037 2 2% 30 % 140
24 0,35 25 25 30 90 140
36 0,43 34 20 25 70 140
58 0,67 53 14 17 45 70
65 0,67 53 13 16 40 65
85 0,8 - 1 14 35 60
Fluoroscent lamps, dual-connection 1 0,07 S 2x100 2110 2x220 2x250
18 0,11 - 2x50 2x55 2x130 2x200
24 0,14 - 2x40 2x44 2110 2x160
36 0,22 - 230 2x33 2x70 2x100
58 0,35 - 2x20 2x22 2x45 270
65 0,35 - 2x15 2x16 2x40 2x60
85 0,47 - 2x10 211 2x30 2x40
Fluoroscent lamps, parallel compensated 1 0,16 20 30 30 100 140
18 0,37 2,0 20 20 70 90
24 0,35 3,0 15 15 55 75
36 0,43 45 10 10 38 51
58 0,67 7,0 6 6 25 30
65 0,67 7,0 5 5 24 28
85 0,8 8,0 4 4 18 23
Fluoroscent lamps, with serial electronic 18 0,09 - 40 40 100 150
36 0,16 - 20 20 50 75
58 0,25 - 15 15 30 55
2x18 0,17 - 2x20 2x20 2x50 2x60
2x36 0,32 - 2x10 2x10 2x25 2x30
2x58 0,49 - 27 7 2x15 2x20
Transformers for metal halid low voltage lamps 20 s 40 52 110 174
50 - 20 24 50 80
75 - 13 16 35 54
100 - 10 12 27 43
150 - 7 9 19 29
200 - 5 5 14 23
300 - 3 4 9 14
Mercury-vapour lamps (high pressure lamps), 50 0,61 S 16 18 38 55
uncompensated e. g. HQL, HPL 80 038 - 12 14 28 40
125 1,15 - 8 9 20 28
250 2,15 - 4 5 1 15
400 3,25 - 3 4 7 10
700 54 - 1 2 4 6
1000 75 - 1 1 3 4
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Switching of Lamps

Mercury-vapour lamps (high pressure lamps), 50 0,28 7 7 7 32 46
compensated e. g. HQL, HPL 80 041 8 5 5 25 35
125 0,65 10 3 3 16 22

250 1,22 18 2 2 8 12

400 1,95 25 1 1 5 7

700 3,45 45 1 1 3 4

1000 48 60 - - 2 3

Metal halide lamps uncompensated e. g. HQl, 35 0,53 = 22 24 45 65
HPI, (DM 70 1 - 12 14 24 35
150 18 - 6 8 13 18

250 3 - 4 5 8 12

400 35 - 3 4 6 10

1000 9,5 - 1 1 2 4

2000 16,5 - - - 1 2

400V per pole 2000 10,5 - - - 1 2

3500 18 - - - - 1

Metal halide lamps compensated e. g. HQI, HPI 35 0,25 6 8 8 38 50
70 0,45 12 4 4 20 28

150 0,75 20 2 2 12 17

250 15 33 1 1 7 10

400 2,1 35 1 1 5 7

1000 58 9 = 2 2 3

2000 11,5 148 . s 1 1

400V per pole 2000 6,5 58 R B 1 )

3500 11,6 100 - - - 1

Metal halide lamps with serial electronic (e.g. PCI) 20 01 integrated 9 9 18 20
50-125x1._ for0,6 ms 35 0,2 integrated 6 6 n 13
nenes 70 036 integrated 5 5 10 12

150 0,7 integrated 4 4 8 10

Sodium-vapour lamps (low pressure lamps), 35 1,5 = 7 9 22 30
uncompensated 55 15 - 7 9 22 30
90 24 - 4 6 13 19

135 35 - 3 4 10 13

150 33 - 3 4 10 13

180 33 - 3 4 10 13

200 33 - 3 4 10 13

Sodium-vapour lamps (low pressure lamps), 35 031 20 3 3 12 16
(ompensated 55 0,42 20 2 2 8 14
90 0,63 30 1 1 5 9

135 0,94 45 1 1 3 6

150 1 40 1 1 3 6

180 1,16 40 1 1 2 5

200 132 25 - - 2 4

Sodium-vapour lamps (high pressure lamps), 150 18 s 5 6 1 22
uncompensated 250 3 = 4 5 7 13
330 37 - 3 4 6 10

400 4,7 - 2 2 5 8

1000 10,3 - 1 1 2 4

Sodium-vapour lamps (high pressure lamps), 150 0,83 20 2 2 7 14
compensated 250 15 33 1 1 4 8
330 2 40 1 1 3 6

400 24 48 1 1 2 5

1000 6,3 106 - - 1 2

Sodium-vapour lamps (high pressure lamps) with 20 01 integrated 9 9 18 20
serial electronic (e.g. PCl) 35 02 integrated 6 6 n 13
50-125x1  for0,6ms 70 0,36 integrated 5 5 10 12
A 150 07 integrated 4 4 8 10
LED Lamps max. inrush current of contactor [A] 195 233 424 565
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Data according to IEC 947-4-1, IEC 947-5-1, VDE 0660, EN 60947-4-1, EN 60947-5-1

e | oo | o | we | ws

Standards
Module width
Mechanical endurance op. C.
Ambient temperature °C
Storage temperature °C
<40°C
No. of contactors (side-by-side) 40-55°C
55-70°C
Contact reliability
" Min. distance of open contacts mm
§ Power dissipation per pole W
Overload current withstand A
capability: 10s
Max. back-up fuse for short-
circuit protection gL l, A
Coordination type 2
Noise level (operation) dB
Vibration resistance according to [EC/EN 60068-2-6 a g
Shock resistance according to IEC/EN 6068-2-27 a q
DC-1
— AC-1/AC-3/AC-5b/AC-6b op.
. operating frequency S oh
no load
Rated insulation voltage U v
Rated impulse withstand voltage - kv
Thermal current Iy A
Rated operational voltage U, v
Rated frequency f Hz
Max. thermal current up to +55 °C I A
Max. thermal current @ +70 °C I A
AC-1/AC-7a l, A
AC-3/AC-7b l, A
Rated operational current AC-5a 230V l, A
?5:, AC-5b 230V l, A
S AC-6a 230V LA
g single-phase 230V
Operational power AC-1/AC-7a  three-phase 230V P kw
three-phase 400V
ACG-1/AC-7a op. C.
Electrical endurance AC-3/AC-7b op.c.
AC-5a / AC-5b / AC-6a / AC-6b / AC-7¢ op. .
single-phase motor 230V
Operational power AC-3/AC-7b  three-phase motor 230V P kw
three-phase motor 400V
Switching of capacitors AC-6b /AC-7¢ 230V C pF
Maximum operating frequency ~ AC-5a/AC-5b / AC-6a / AC-6b / AC-7c op.ch

1) Make contacts are marked NO
2) Data for single-phase power are valid for versions -22, -20 and -02
3) Rated operational voltage for versions of contacts -10 and-01is 230V

Technical data

IEC/EN 61095, IEC/EN 60947-4-1, IEC/EN 60947-5-1
1 2 3
3x106 3x106

-25 ... +70(2NO, 4NO)
-15... +70 (1NO, INO+1NC,3NO,3N0+1NC)
-15.... 455 (2NC, TNG, 2NO+2NC,4NC)

-40... +80
max. 3
max. 2

max. 1 (ventilation modules or least 9 mm free space on each side)

17V; 2 50 mA
3,6
17 2,2 4 8
72 68 176 240
20 25 63 80
20 20 20 20

switched off: 2 (Z and X axis) / switched on: 3 (Z axis) and 1 (X axis)
switched off: 10 (Z and X axis) / switched on: 15 (Z axis) and 2 (X axis)

300
600
1200
3000
440 440
4
20 25 40 63
400 400
50/60
20 25 40 63
16 20 40 50
20 25 40 63
9 85 by} 30
88 1,2 20 32
88 97 176 b}
4 28 108 172
37 54 87 133
- 9 16 2%
= 16 2 4
200.000 100.000
300.000 500.000 150.000
100.000
13->N0" 132 372 52
- 22 55 85
= 4 11 15
30 36 220 330
600

4) Rated power (AC-1) for IK63-04: single-phase 230V = 10.9 kW; three-phase 230V = 18.9 kW; three-phase 400V = 32.9 kW
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Rated operational current DC-1
1pole Ue =24V DC 20 25 40 63
Ue=110VDC l, A 6 6 4 4
Ue= 220V DC 0,6 0,6 12 12
2 poles connected in series Ue =24V DC 20 25 40 63
Ue=110VDC l, A 10 10 10 10
Ue= 220V DC 6 6 8 8
3 poles connected in series Ue =24V DC - 25 40 63
= Ue=110VDC l, A - 20 30 35
=
= Ue= 220VDC - 15 20 30
o
% 4 poles connected in series Ue =24V DC - 25 40 63
= Ue=110VDC I A - 2 10 6
Ue= 220V DC - 15 40 63
Electrical endurance DC-1 op.C. 100.000
Maximum operating frequency ~ DC-1 op.ch 300
rigid 1...10 15...25
Terminal capacity mm?
flexible 1...6 15...16
Screw M3.5 M5
Screw Head PZ1 P12
Tightening torque Nm 1.2 3,5
Rated operational voltage U, v 230 400 400 400
+= Ratedinsulation voltage U v 230 440 440 440
S
% Rated impulse withstand voltage - kv 4
2 Thermal current l, A 20 25 40 63
)
< Rated operational current single-phase 230V 6
= l, A
AC15 single-phase 400V - 4
Electrical endurance ACG-15 op.C. 300.000 500.000 150.000
Range of control voltage U % 85...110
Control voltages U v 12...230
Surge immunity test (1.2/50 ps), acc. to IEC/EN 61000-4-5 kv 2
switch-on 21721 26/2.6° 5/5 5/5
Coil consumption VA/W
operation 2.1/21 2.6/2.6° 5/5 5/5
make 15—45 15—-45 15-20 15-20
Make/break delays ms
break 2050 20-70 3545 3545
rigid 1...25 1...25
Terminal capacity mm?
flexible 1...25 1...25
Screw M35 M3
Screw head Pz1
Tightening torque Nm 0,6
MTTF - Mean time to failure h AC-1:5.000 AC-1:5.000 AC-1:2.500
MTTF =1/A=B10/(0,1n,) AC-3:7.500 AC-3:12.500 AC-3:3.750
MTTF, - Mean time to failure dangerous h AC-1:6.666 AC-1:6.666 ACG-1:3.333
MITF, = 1/A,=B10,/(0,1n, ) AC-3:10.000 AC-3:16.666 AC-3:5.000
AC-1:150.000 AC-1:150.000 AC-1:75.000
) . me s
B10 - Number of operating cycles until 10 % of devices fail op.C. AC-3+ 225,000 AC-3+ 375,000 AC3: 112,500
~q>-)-‘ B10, - Number of operating cycles until 10 % of device dangerous on.c AC-1:200.000 AC-1:200.000 AC-1:100.000
E B10, = B10/ratio of dangerous failures p.c AC-3:300.000 AC-3:500.000 AC-3:150.000
\- Failure rate h AC-1:0,0002 AC-1:0,0002 AC-1:0,0004
A=(0,1 nnp)/ B10 AC-3:0,000133 AC-3:0,00008 AC-3:0,000266
\, - Failure rate dangerous 1h AC-1:0,00015 AC-1:0,00015 AC-1:0,0003
A=(01 nop)/B10 b AC-3:0,0001 AC-3:0,00006 AC-3:0,0002
Ratio of dangerous failures % 75
n," Operating cycles (operating cycles/h) op.ch 300

5) Coil consumption for version -04 is 3.8 VA/3.8 W
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Data according to IEC 947-4-1, IEC 947-5-1, VDE 0660, EN 60947-4-1, EN 60947-5-1

Standards
Module width
Mechanical endurance op.C.
Ambient temperature °C
Storage temperature °C
<40°C
No. of contactors (side-by-side) 40-55°C
55-70°C
= Contact reliability
L Min. distance of open contacts mm
3 Power dissipation per pole W
Overload current withstand capability: 10s A
Max. back-up fuse for short-circuit protection gL | A
Coordination type 2 !
Noise level (operation) dB
Vibration resistance according to [EC/EN 60068-2-6 a g
Shock resistance according to [EC/EN 6068-2-27 a g
DC-1
" ) AC-1/AC-3/AC-5b/AC-6b op.
ax. operating frequency AT oh
no load
Rated insulation voltage U v
Rated impulse withstand voltage - kv
Thermal current I A
Rated operational voltage U, v
Rated frequency f Hz
Max. thermal current up to +55 °C I A
Max. thermal current @ +70 °C I A
AC-1/AC-7a l, A
AC-3/AC-Th l, A
Rated operational current AC-5a 230V l, A
é AC-5b 230V l, A
s AC-6a 230V I, A
"§° single-phase 230V
Operational power AC-1/AC-7a  three-phase 230V P kW
three-phase 400V
AC-1/AC-7a op. .
Electrical endurance AC-3/AC-7h op. .
AC-5a/AC-5b / AC-6a / AC-6b / AC-7c op.C.
single-phase motor 230V
Operational power AC-3/AC-7b  three-phase motor 230V P kW
three-phase motor 400V
Switching of capacitors AC-6b 230V C uF
Maximum operating frequency ~ AC-5a/AC-5b / AC-6a / AC-6b / AC-7¢ op.ch

1) Make contacts are marked NO

2)

3)
)

296

Data for single-phase power are valid for versions -22, -20 and -02
Rated operational voltage for versions of contacts -10 and-01is 230V
4) Rated power (AC-1) for IK63-04: single-phase 230V = 10.9 kW; three-phase 230V = 18.9 kW; three-phase 400V = 32.9 kW

Technical data
R20-R RD 20-R R25-R RD25-R
IEC/EN 61095, IEC/EN 60947-4-1, IEC/EN 60947-5-1
1
3x106
-25 ... +70 (2NO, 4NO)
-15 ... +70 (INO, TNO+1NC,3N0,3NO+1NC)
-15 ... +55 (2NG, TINC, 2N0+2NC,4NC)
-40 ... +80
max. 3 max. 3 max. 3
no limit

max. 2 max. 2 max. 2

max. 1 (ventilation modules or least 9 mm free space on each side)

17V; 2 50 mA
3,6
17 17 22
72 72 68
20 20 25
30 20 30

22
68

25

20

switched off: 2 (Z and X axis) / switched on: 3 (Z axis) and 1 (X axis)
switched off: 10 (Z and X axis) / switched on: 15 (Z axis) and 2 (X axis)

300
600
1200
3000
440 440
4
20 20 25 25
400% 400 400 400
50/60
20 20 25 25
20 16 20 20
20 20 25 25
NO:9,NC:6
838 838 1,2 1,2
838 838 9,7 9,7
4 4 28 28
3,7 3,7 54 54
= = 9 9
- - 16 16
200.000
300.000 500.000
100.000
1.3 only for NO 1.3 only for NO" 133 132
. . 22 22
- = 4 4
30 30 36 36
600
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Rated operational current DC-1
1pole Ue =24V DC 20 20 25 25
Ue=110VDC l, A 6
Ue= 220V DC 0,6
2 poles connected in series Ue =24V DC 20 25
Ue=110VDC l, A 10
Ue= 220V DC 6
3 poles connected in series Ue =24V DC - - 25 25
= Ue=110VDC l, A - - 20 20
=
= Ue = 220V DC - - 15 15
o
% 4 poles connected in series Ue =24V DC - - 25 25
= le=T10VDC I, A - - ) 20
Ue= 220V DC - - 15 15
Electrical endurance DC-1 op. C. 100.000
Maximum operating frequency ~ DC-1 op.ch 300
rigid 1...10
Terminal capacity ———— mm?
flexible 1...6
Screw M3.5
Screw Head PZ1
Tightening torque Nm 1,2
Rated operational voltage U, v 230 230 400 400
4= Ratedinsulation voltage U, v 230 230 440 440
=1
E Rated impulse withstand voltage - kv 4
= Thermal current A 20 20 25 25
< th
= Rated operational current single-phase 30V 6
= I, A
AG15 single-phase 400V 4
Electrical endurance op.C. 300.000 500.000
Range of control voltage U % 85...110
Control voltages U, ) 12...230
Surge immunity test (1.2/50 ps), acc. to IEC/EN 61000-4-5 kv 2
switch-on (handle in A) 12/10 21721 33/25 2.6/2.6
Coil consumption switch-on (handlein 1) VA/W 6/3.8 21721 10/5 26/2.6
operation 2.8/1.2 2.1/21 5.5/1.6 2.6/2.6
make 15-25 15-45 10-30 15-45
Make/break delays ms
break 10-30 20—-50 10-30 20—-70
rigid 1...25
Terminal capacity D mm?
flexible 1...25
Screw M3
Screw head PZ1
Tightening torque Nm 0,6
MTTF - Mean time to failure h AC-1:5.000 AC-1:5.000
MTTF =1/A=B10/(0,1 nop) AC-3:7.500 AC-3:12.500
MTTF, - Mean time to failure dangerous h AC-1:6.666 AC-1:6.666
MTTF, =1/, =B10,/(0,1n,) AC-3:10.000 AC-3:16.666
B10 - Number of operating cycles until 10 % of devices fail op.C. AC-1:150.000 / AC-3: 225.000 AC-1:150.000 / AC-3: 375.000
= B10, - Number of operating cycles until 10 % of device dangerous on.c AC-1:200.000 AC-1:200.000
&  B10,=B10/ratio of dangerous failures p-¢ AC-3:300.000 AC-3:500.000
(3~
2 \-Failure rate "h AC-1:0,0002 AC-1:0,0002
A=(0,1n,)/B10 AC-3:0,000133 AC-3:0,00008
A, - Failure rate dangerous ”h AC-1:0,00015 AC-1:0,00015
A= (0,1n,)/B10, AC-3:0,0001 AC-3:0,00006
Ratio of dangerous failures % 75
n,- Operating cycles (operating cycles/h) op.ch 300
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Technical data

RA/RD 25

Technical data

Standards

IEC/EN 60947-5-1

Module width

12

Rated insulation voltage U, U

500

Rated impulse withstand voltage U U

4

Thermal current |

6

Rated operational voltage U

230

400

6

4

50.000

3x10°

4

12V;25mA

03

0,035

1.25

1.25

M3

P

0,6




Technical data

60 0,26 = 33 33 65 85
100 0,44 - 20 20 40 50
200 0,87 - 10 10 20 25
500 2,17 = 3 3 8 10
1000 435 - 1 1 4 5

18 0,37 27 22 24 90 140

24 0,35 25 22 24 90 140

36 043 34 17 20 65 95

58 0,67 53 14 17 45 70

2x18 0,1 - 2x30 2x40 2x100 2x150
2x24 0,14 - 2x24 2x31 2x78 2x118
2x36 0,22 - 2x17 2x24 265 2x95
2x58 0,35 = 2x10 2x14 2x40 2x60

18 0,12 45 7 8 48 73

24 0,15 45 7 8 48 3

36 000 45 7 8 48 73

58 032 7 4 5 31 47

18 0,09 - 25 35 100 140

36 0,16 = 15 20 52 75

58 0,25 - 14 19 50 72

2x18 0,17 - 2x12 2x17 2x50 2x70
2x36 0,32 - 2x7 2x10 2x26 2x38
2x58 0,49 - 2x7 2x9 2x25 2x36

50 0,61 = 14 18 38 55

80 001 = 10 13 29 Y]
125 1,15 - 7 9 20 29
250 2,15 = 4 5 10 15
400 3,25 = 2 3 7 10
700 005 - 1 2 4 6
1000 008 - 1 1 3 4

50 0,28 7 4 5 31 47

80 041 8 4 5 27 4
125 0,65 10 3 4 22 33
250 1,22 18 1 2 12 18
400 1,95 25 1 1 9 13
700 345 45 - = 5 7
1000 005 60 = = 4 5

35 0,53 - 18 22 ] 60

70 001 - 10 12 23 32
150 002 = 5 7 12 18
250 003 - 3 4 7 10
400 004 - 3 3 6 9
1000 010 = 1 1 2 3
2000 16,5 - - - 1 1

35 0,25 6 5 6 36 50

70 0,45 12 2 3 18 25
150 0,75 20 1 1 n 15
250 002 33 - 1 6 9
400 003 35 = 1 6 8
1000 006 95 - - 2 3
2000 012 148 - - 1 2

ETI

299

ETICON



ETICON

ETI

300

Technical data

20 000 integrated 9 9 18 20
35 000 integrated 6 6 n 13
70 0,36 integrated 5 5 10 12
150 001 integrated 4 4 8 10
20 - - 40 52 110 174
50 - - 20 24 50 80
75 = = 13 16 35 54
100 - - 10 12 27 ]
150 - - 7 9 19 29
200 = = 5 6 14 23
300 - - 3 4 9 14
150 002 - 5 6 17 22
250 003 = 3 4 10 13
400 005 - 2 2 6 8
1000 10,3 - - 1 3 3
150 0,83 20 1 1 